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ILLUMINATION WIRING SCHEDULE

/\ | RacEwAY ILLum | sErvice | euip. *| FHOTO T wuie GFIf6
NO. | SIZE #8 #2 GRND. #14 TAPE (OUTLET)
1 |2” ScH40 PVC 2 1

2 |2” SCH40 PVC (SPARE) 1
3+* |27 RGS 2 1

4 _|NOT USED

5 |37 SCH40 PVC 1 7

6 |3 SCH40 PVC 6 1

7 |3” ScH40 PVC 6 1 3

8 |27 SCH40 PVC 2 1 3

9 |3” SCH40 PVC 3

10 |47 SCH40 PVC (SPARE) i
11*x4” RGS (SPARE) 1

12 [*** 2
13 [*=* 4
14 %= 6
15 [*** 8
16 [*** 10
17 [*=* 12
18 |2” SCH80 PVC 2 1

19 |[4” SCH80 PVC (SPARE) i

* EQUIPMENT GROUND SIZE SHALL BE EQUAL TO OR LARGER THAN THE
LARGEST WIRE SIZE IN THE CONDUIT.

**  STRUCTURE MOUNTED, SEE CIVIL PLANS FOR DETAILS.

***  SHARE CONDUIT WITH ILLUMINATION CONDUCTORS

RR R/W SEE DRAWING 5.09 FOR:
al «  ILLUMINATION CONSTRUCTION NOTES
o o ILLUMINATION GENERAL NOTES
. o ILLUMINATION POLE SCHEDULE
(o]
SEE DRAWING 5.10 FOR:
@) « ILLUMINATION DETAILS
> « ILLUMINATION WIRING DIAGRAM
o ILLUMINATION LEGEND
A EXISTING ~ NEW DESCRIPTION
54 JUNCTION_BOX
L L | TYPE 1, 2, 8
L ROADWAY LIGHT STANDARD|
wn PEDESTRIAN SCALE
» LIGHT STANDARD
L GFI RECEPTACLE
< LEAN RAIL/SENTINEL
i | h— LIGHT FIXTURE
r | CONDUIT
O B SERVICE CABINET
|<—E CONTROLLER CABINET
s O ILLUMINATION POLE NO.
RR R/W
O CONSTRUCTION NOTE
/\ WIRE NOTE
20’ o 20’ 40’
HORZ.
SCALE IN_FEET
‘CALL BEFORE YOU DIG 17800742475555i

CITY OF REDMOND

PUBLIC WORKS DEPARTMENT
15670 NE 85TH STREET — REDMOND, WA 98073-9710

CityofRedmond

W A S HINGTON

Redmond Central

Connector
Phase |l
City Project No. 20021314

1
Federal Aid No. CM—1065(011)

@ TENW

Transportation Engineering NorthWest
Transportation Planning | Design | Traffic Impact & Operations
11400 SE 8th Street, Suite 200, Bellevue, WA 98004 | Office (425) 889-6747

Project Contact: Elyse Hanson, P.E.
Phone: 425-250-5004

DESIGN ENGR. DRAWN CHECKED
EMH EMH/JLS CTB/EMH
NO. REVISION COMMENTS BY | REVIEW DATE

(N
@;‘E@/STM\A
/ONAL ©

01-14-2016

ILLUMINATION
PLAN

January 2016

PROJECT NO.
TENW 4700

SHEET: OF:

o4 111

DRAWING NO.

5.01



emclain
Typewritten Text
Volume 2


RR R/W < 9900 BLOCK
X
T o
D
o>
QX
m ~ % DRIVEWAY ACCESS
p— NE 91ST ST N
(@] S\ \NE 90TH ST
. (S TN
Te] \\&“\
o R see ke
= &
K
Eﬁ____ A g t :
L KEY MAP
() N.T.S.
= ILLUMINATION WIRING SCHEDULE
= : RACEWAY iLLuM | SErvice | Equip. *| PHOTO 1y ¢ GFI#6
| RR R/W I\ | : CELL
I ,S) No. | SIZE #8 #2 GRND. #14 TAPE (OUTLET)
O << 1_|2” SCH40 PVC 2 1
= s 2 |27 SCH40 PVC (SPARE) 1
< 3% [2” RGS 2 1
4 _|NOT USED
> 5 |3” SCH40 PVC 4 1
6 |37 SCH40 PVC 6 1
7 |37 ScH40 PVC 6 1 3
8 |2” SCH40 PVC 2 1 3
8400 8345 9 [3” SCH40 PvC 3
WESTPARK &, 10 [4” SCH40 PVC (SPARE) 1
2505-9027 WESTPARK 11**/4” RGS (SPARE) 1
$ 12 = 2
2 022505-9189 ol y
14 [*** 6
15 [*x** 8
16 |*** 10
17 [ 12
18 [2” SCH80 PVC 2 1
7950 19 |[4” SCH80 PVC (SPARE) 1
RR R/W CASCADE PLAZA RETIREMENT CENTER *  EQUIPMENT GROUND SIZE SHALL BE EQUAL TO OR LARGER THAN THE
022505-9157 LARGEST WIRE SIZE IN THE CONDUIT.
#*  STRUCTURE MOUNTED, SEE CIVIL PLANS FOR DETAILS.
#¥%  SHARE CONDUIT WITH ILLUMINATION CONDUCTORS
SEE DRAWING 5.09 FOR:
o ILLUMINATION CONSTRUCTION NOTES
o ILLUMINATION GENERAL NOTES
i o ILLUMINATION POLE SCHEDULE
)
SEE DRAWING 5.10 FOR:
o ILLUMINATION DETAILS
o ILLUMINATION WIRING DIAGRAM
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EXISTING ~ NEW DESCRIPTION
JUNCTION_ BOX
Ml TYPE'1, 2, 8
ROADWAY LIGHT STANDARD
PEDESTRIAN SCALE
- LIGHT STANDARD
GFI RECEPTACLE
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-_— LIGHT FIXTURE
————— CONDUIT
B SERVICE CABINET
uy CONTROLLER CABINET
= O ILLUMINATION POLE NO.
—_—
fl O CONSTRUCTION NOTE
O A WIRE NOTE
8345 ~
WESTPARK <C 20’ 0 20’ 40'
022505-9189 ; S HORZ.
R R/ SCALE IN FEET
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O SEE DRAWING 5.09 FOR:
RR R/W RR R/W o ILLUMINATION CONSTRUCTION NOTES
- e ILLUMINATION GENERAL NOTES
< e ILLUMINATION POLE SCHEDULE
> SEE DRAWING 5.10 FOR:
o ILLUMINATION DETAILS
o ILLUMINATION WIRING DIAGRAM
8345 84l
WESTPARK WESTPARK ILLUMINATION WIRING SCHEDULE
931201-0010 RACEWAY iLLumM | SERVICE | Equip. *| PHOTO | vy g GFIg6
022505-9189 % conpuir 48 42 | GRND. (;;}:1L4L TAPE | (oUTLET)
1 _|2” SCH40 PVC 2 1
2 |2” SCH40 PVC (SPARE)
3% [2” RGS 2 1
4 _|NOT USED
5 |3 SCH40 PVC 4 1
6 |3 SCH40 PVC 6 1
7 |3” SCH40 PVC 6 1 3
8 |2” SCH40 PVC 2 1 3
9 |3” SCH40 PVC 3
W|LLOWS ROAD 10 |4” SCH40 PVC (SPARE)
11+*%4” RGS (SPARE)
12 kKK 2
RR R/W 13 [*¥** 4
14 [*+* 6
15 kK 8
16 |*** 10
17 [#** 12
18 |2” SCH80 PVC 2 1
19 |4” SCHB0 PVC (SPARE)
L *  EQUIPMENT GROUND SIZE SHALL BE EQUAL TO OR LARGER THAN THE
S LARGEST WIRE SIZE IN THE CONDUIT.
**  STRUCTURE MOUNTED, SEE CIVIL PLANS FOR DETAILS.
(@) ﬁ A #¥+  SHARE CONDUIT WITH ILLUMINATION CONDUCTORS
m CENTRAL CONNECTOR TRAIL g ILLUMINATION LEGEND
< (CCR—=LINE) 30400 B L B S0 B N B 300 1= EXISTING ~ NEW DESCRIPTION
Lu [l ey ey ey ey el el ____—‘_—_—_—____________________‘________ e e e — e — _‘_ - T e e _‘_ _____________ L[) E m I:l #%/)gECTgoNZ B%X
LLI O ROADWAY LIGHT STANDARD
o pd PEDESTRIAN SCALE
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] é LEAN RAIL/SENTINEL
I LIGHT FIXTURE
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el 11| B SERVICE CABINET
< T CONTROLLER CABINET
> RR R/W RR R/ ) O ILLUMINATION POLE NO.
% O CONSTRUCTION NOTE
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4501 (:5 20 o 20 40'
HORZ.
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8547 ILLUMINATION WIRING SCHEDULE
8660 /\ | Raceway iLum | service | Equip. x| PEOTO | muLE GFI#6
n__egg;)sgg_;z: S FARMER BROS COFFEE wo. | S 8 | 42 |cRND | Gy | TPE | (oumien)
1 _[2” SCH40 PvC 2 1
022505-9171 2 |2” SCH40 PVC (SPARE) 1
3%* |2” RGS 2 1
4 _|NOT USED
5 |37 SCH40 PVC 4 7
6 |37 SCH40 PVC 6 1
7 |3” SCH40 PVC 6 1 3
8 |27 SCH40 PVC 2 1 3
WILLOWS ROAD 9 |3” SCH40 PVC 3
10 |[4” SCH40 PVC (SPARE) 1
11**4” RGS (SPARE) 1
12 == 2z
RR R/W - 13 [ 4
14 [7** 6
15 | 8
16 [*** 10
17 [*** 12
18 [2” SCH80 PVC 2 1
19 |[4” SCH80 PVC (SPARE) 1
g > 3 *  EQUIPMENT GROUND SIZE SHALL BE EQUAL TO OR LARGER THAN THE
3 LARGEST WIRE SIZE IN THE CONDUIT.
(@) 3 S ** STRUCTURE MOUNTED, SEE CIVIL PLANS FOR DETAILS.
bl Mg CENTRAL CONNECTOR TRAIL *xx  SHARE CONDUIT WITH ILLUMINATION CONDUCTORS
=
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— /\ WIRE NOTE
8710 I
NORTHWEST STONE 14955 O 20 o 20° 40’
022505-9197 GEORGE BELL PROPERTIES ~ HORZ. et e
720170-0095 <§E [CALL BEFORE YOU DIG 1-800—424—5555]f
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WILLOWS ROAD

SEE DRAWING 5.11 FOR TRAFFIC SIGNAL
MODIFICATIONS
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I KEY MAP
—_ 1AL 181 // SEE DRAWING 5.09 FOR:
L _— +  ILLUMINATION CONSTRUCTION NOTES
S o ILLUMINATION GENERAL NOTES
O _ o ILLUMINATION POLE SCHEDULE
= 77 SEE DRAWING 5.10 FOR:
< o ILLUMINATION DETAILS
S o ILLUMINATION WIRING DIAGRAM
RR R/W 57 RR R/W
ILLUMINATION WIRING SCHEDULE
14955 RACEWAY iLLum | service | Equip. *| PHOTO 1y e GFI#6
TAN spur #8 #2  |oRND. | CEL | Tape | coutlem)
GEORGE BELL PROPERTIES No. #14
N 1_|2” SCH40 PVC 2 1
& AN
720170-0095 S N 2 |27 SCH40 PVC (SPARE) 1
3*x |2” RGS 2 1
4_|NOT USED
5 |37 _SCH40 PVC 4 1
6 _|3” SCH40 PVC 6 1
7 |3” SCH40 PVC 6 1 3
8 |27 SCH40 PVC 2 1 3
9 [3” SCH40 PVC 3
10 [4” SCH40 _PVC (SPARE) 1
11**[4” RGS (SPARE) 1
12 [*** 2
13 [*kx 4
14 |**x 6
15 [* 8
16 | 10
17 [*** 12
18 [2” SCH80 PVC 2 1
19 [4” SCH80 PVC (SPARE) 1
*  EQUIPMENT GROUND SIZE SHALL BE EQUAL TO OR LARGER THAN THE
LARGEST WIRE SIZE IN THE CONDUIT.
**  STRUCTURE MOUNTED, SEE CIVIL PLANS FOR DETAILS.
**x SHARE CONDUIT WITH ILLUMINATION CONDUCTORS
ILLUMINATION LEGEND
EXISTING ~ NEW DESCRIPTION
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ILLUMINATION POLE SCHEDULE ILLUMINATION CONSTRUCTION NOTES
LUM. MOUNT. ARM ISERVICE /|SERVICE /| WATTAGE LUMINAIRE ‘TYPE' — POLE INSTALL LUMINAIRE POLE FOUNDATION PER CITY OF REDMOND STANDARD PLAN 4308
ALIGNMENT |STATION *|OFFSET * VOLTAGE] BASE COMMENT ,
POLE_NO. HEIGHT LENGTH C/;?\%J;T CIRCUIT | /TYPE DISTRIBUTION TYPE EXCEPT BOLT CIRCLE AND ANCHOR BOLTS SHALL BE PER LUMINAIRE DETAIL, DRAWING 5.10.
; ; . SvCl NEW POLE FDN PER REDMOND STD. DETAIL FURNISH AND INSTALL WOOD POLE, LED LUMINAIRE AND JUNCTION BOX PER ILLUMINATION
@ RCC 8+08.5 | 85" RT| 12" | 240 | 5 CKT B | GFCI | | 66 LED | KIM 1SA-SAR-2-60L4K-A32 |WOOD POLE| FIXED | 4355 POLE SCHEDULE, THIS SHEET AND PER CITY OF REDMOND STANDARD DETAILS 421, 464,
; ; S sver | svel NEW POLE FDN PER MODULAR BLOCK WALL 467A AND 467B. SEE SPECIAL PROVISIONS.
@ RCC 9+40.0 | 85 RT| 12° | 240 | 5 CKT B | GFel | | 66 LED | KIM 1SA-SAR-2-60L4K-A32 |WOOD POLE| FIXED | pefar pwe .21,
; ; L sver | sved NEW POLE FDN PER CONCRETE RETAINING CONSTRUCT FOUNDATION PER CITY OF REDMOND STANDARD DETAIL 459C. FURNISH AND
@ RrCC 12+00.0 | 8.5" RT | 12 240 | 5 CKT B | GFCI H | 66 LED | KIM 1SA-SAR—-2-60L4K—A52 |WOOD POLE| FIXED | \a|| MOUNTED DETAIL, DWG 3.22. INSTALL SERVICE CABINET PER CITY OF REDMOND STANDARD DETAIL 461.
@ RCC 15+07.0 | 8.5" RT| 12" | 240 | 5" | Gkr'B | GRor 1 | 66 LED | KIM 1SA-SAR-2-60L4K-A32 |WOOD POLE| FIXED | Hevy POLE FDN PER MODULAR BLOCK WAL (3) Nor useb.
; ; L Sver | svel NEW POLE FDN PER MODULAR BLOCK WALL
@ RrCC 16+13.5 | 85" RT| 12" | 240 | 5 CKT B | GFCI H | 66 LED | KIM 1SA-SAR-2-60L4K-A32 |WOOD POLE| FIXED | prfar bwe 521 (#) EXTEND NEW CONDUIT TO EXISTING JUNCTION BOX.
SVCT | SveT
@ RCC 17+22.0 | 8.5 RT| 12° | 240 | 5" | CKT B | GPel H | 66 LED | KIM 1SA-SAR-2-60L4K-A32 |WOOD POLE| FIXED | NEW POLE [DN FER MODULAR BLOCK WALL () APPROXIMATE POWER SOURCE LOCATION FOR SERVICE 1. THE CONTRACTOR SHALL
- ——t—sveT T sveT COORDINATE WITH PSE AND CITY OF REDMOND TO CONFIRM THE LOCATION FOR 120,240
@ RrCC 18+27.0 | 85" RT| 12' | 240 | 5 CKr b | GPer H | 66 LED | KiM 15A-SAR-2-60L4K-A32 |WooD POLE| FixeD | Re¥, POLE FDN FER MODULAR BLOCK WALL VOLT SINGLE PHASE POWER SOURCE CONNECTION INCLUDING COMPLETING ALL
STeT——sveT FORMS /APPLICATIONS AND PAYMENT OF ALL ASSOCIATED FEES. THE CONTRACTOR SHALL
. RCC 19+36.0 | 8.5' RT| 12’ | 240 | 5" | kT | oFef G | 66 LED | KIM 1SA-SAR-2-60L4K—A32 |WOOD POLE| Fixep | NEW FOLE FON PER REDMOND STD. DETAIL INSTALL CONDUIT AND CONDUCTORS TO THE POWER SOURCE. PSE SHALL MAKE FINAL
- CONNECTION TO THE POWER SOURCE. PSE SHALL MAKE FINAL CONNECTION TO THE POWER
SVCT
@ RrCC 20+44.5 |85 RT| 12' | 240 | 5" | i h | orec’s | 66 LED | KiM 1SA-SAR-2-60L4K—A32 |WOOD POLE| FiXED Nbg CLE FON PER REDMOND STD. DETAIL SOURCE. IF POINT OF SERVICE IS GREATER THAN 50FT, THEN A LOCKING HAND HOLE IS
: REQUIRED.
SVCT | SveT
. RCC 21+51.5 [ 8.5" RT| 12' | 240 | 5" | GkT ¢ | cRel G | 66 LED | KIM 1SA-SAR-2-60L4K-A32 |WoOD POLE| Fixep | NEW. POLE FDN PER REDMOND STD. DETAIL
LUBILAIE. A, S TEFONPERREDWOND—ST5—DETATL (3) INSTALL GFI RECEPTACLE AT BRIDGE OVERLOOK PER RECEPTACLE DETAILS ON DRAWING
@ RCC 22+55.0 | 8.5° RT| 12’ | 240 5" | ¢kt ¢ | GFcI G | 66 LED | KIM 1SA—SAR—2-60L4K—A32 |WOOD POLE| FIXED | ,znn D DMOND STD. D gfxfsERISE;JPOPI:g)ng';éW(;':JEYNUMEER 6.21. GFI RECEPTACLE LOCATION SHOWN ON LIGHTING
; ; L sveT | svel NEW POLE FDN PER REDMOND STD. DETAIL ’
RCC 23+62.0 | 8. 240 KIM 1SA-SAR—2-60L4K—A32 |WOOD POLE| FIXED
@ 85 RT| 12 ° Cg\;mc Ggf/’c 10 66 LED 430B. (7) INSTALL LUMINAIRE POLE FOUNDATION PER LUMINAIRE ON CONCRETE RETAINING WALL
. , - P - NEW POLE FDN PER REDMOND STD. DETAIL DETAIL, DRAWING NUMBER 3.22. FURNISH AND INSTALL WOOD POLE, LED LUMINAIRE AND
@ kee 24469.0 | 85" RT| 12" | 240 | 5 CKT C | GFCI G | 66 LED | KIM 1SA-SAR-2-60L4K-A52 |WOOD POLE| FIXED | 4355 JUNCTION BOX PER ILLUMINATION POLE SCHEDULE, THIS SHEET AND PER CITY OF REDMOND
; ; [ sveT | svel NEW POLE FDN PER MODULAR BLOCK WALL STANDARD DETAILS 421, 464, 467A AND 467B. SEE SPECIAL PROVISIONS.
. RCC 25+75.5 | 8.5" RT| 12' | 240 | 5" | Gkr ¢ | oFel F | 66 LED | KIM 1SA-SAR-2-60L4K-A32 |WOOD POLE| FIXED | prrar - pwe 5.21.
. , L[ sver | svei NEW POLE FDN PER REDMOND STD. DETAIL INSTALL LUMINAIRE POLE FOUNDATION PER GRAVITY (MODULAR) BLOCK WALL DETAIL,
@ kec 26+83.5 | 85" RT| 12 240 | 5 CKT C | GFCI F | 66 LED | KIM 1SA-SAR-2-60L4K-A32 |WOOD POLE| FIXED | 43p DRAWING NUMBER 3.21. FURNISH AND INSTALL WOOD POLE, LED LUMINAIRE AND JUNCTION
; ; [ sveT | svel NEW POLE FDN PER MODULAR BLOCK WALL BOX PER ILLUMINATION POLE SCHEDULE, THIS SHEET AND PER CITY OF REDMOND STANDARD
. RCC 27+90.0 | 8.5" RT| 12 240 | 5 CKT C | GFCI F | 66 LED | KIM 1SA-SAR-2-60L4K-A32 |WOOD POLE| FIXED | prran, pwe 3.21. DETAILS 421, 464, 467A AND 467B. SEE SPECIAL PROVISIONS.
; ; S sveT | svel NEW POLE FDN PER MODULAR BLOCK WALL
@ Rrcc 28+96.0 | 8.5" RT| 12 240 S CKT C | GFCl F | 66 LED | KIM 1SA—SAR-2-60L4K—A32 |WOOD POLE| FIXED | prran ~pwe 3.21. (s) SEE DRAWING NUMBERS 6.21 AND 6.22 FOR LEAN RAIL LIGHT FIXTURE SPECIFICATIONS.
- - ——sver T sveT NEW FOLE FDN PER REDMOND STD- DETAIL CONNECT #8 ILLUMINATION CONDUCTORS TO NEW LEAN RAIL LIGHT FIXTURE.
ree ov020 |85 RT| 12| 240 | O CKT C_| GFCI F | 66 LED | VM 1SATSARZ2-60L4KAS2 |WOOD POLE| TXED | 430m. SEE DRAWING NUMBERS 6.21 AND 6.22 FOR SENTINEL LIGHT FIXTURE SPECIFICATIONS.
SVCT - 3 :
RrCC 314100 |85 RT| 12' | 240 | 5" | e b | creCh | 66 LED | KiM 1SA-SAR-2-60L4K—A3Z |WOOD POLE| FIXED st CLE FON PER REDMOND STD. DETAIL CONNECT #8 ILLUMINATION CONDUCTORS TO NEW SENTINEL LIGHT FIXTURE.
SVCT | SveT
RCC 32+16.5 [ 8.5" RT| 12' | 240 | 5" | kT ¢ | GRel £ | 66 LED | KIM 1SA-SAR-2-60L4K-A32 |WoOD POLE| Fixep | NEW. POLE FDN PER REDMOND STD. DETAIL
SVCT
@ RrCC 33+24.5 |85 RT| 12' | 240 | 5" | cpr b | creCh | 66 LED | KIM 1SA-SAR-2-60L4K—A3Z |WOOD POLE| FIXED st CLE FON PER REDMOND STD. DETAIL
@ RCC 34+32.0 |85 RT| 122 | 240 | 57 | FL | orer e | 66 LED | KM 15A-SAR-2-60L4K—A32Z |WOOD POLE| FIXED N OLE FON PER REDMOND STD. DETAIL
SVCT
@ RCC 355+39.0 | 8.5' RT| 12' | 240 | 5" | cerh | creCh | 66 LED | KIM 1SA-SAR-2-60L4Kk—A3Z |WOOD POLE| FIXED st CLE FON PER REDMOND STD. DETAIL
SVCT | SveT
. RCC 36+46.5 [8.5" RT| 12' | 240 | 5" | GkT A | GPe/ £ | 66 LED | KIM 1SA-SAR-2-60L4K-A32 |WoOD POLE| FixED | hEW. POLE FON PER REDMOND STD. DETAIL
@ ; ; L sver | svei NEW POLE FDN PER REDMOND STD. DETAIL
e A Ko W W W CKT A | GFCI E | 66 LED | KW TSATSAR-2-G0LAKTASZ |WO0D POLEL TIXED | 430s. 1 gﬁé%ﬁﬁﬂépgﬁ AL?igﬁﬁﬁLJudcorLiSBoxm AND CABINETS SHOWN ON THIS PLAN ARE
SVCT | Svel . , ,
. RCC 38+61.5 [ 8.5" RT| 12' | 240 | 5" | GkT A | GRCI D | 66 LED | KIM 1SA-SAR-2-60L4K-A32 |WoOD POLE| FixeD | hEW. POLE FON PER REDMOND STD. DETAIL FOR GRAPHIC PRESENTATION ONLY. FINAL LOCATION SHALL BE DETERMINED BY THE ENGINEER.
@ RrCC 39+46.5 | 8.5' RT| 12' | 240 | 5" | cprn | crec | 66 LED | KM 1SA-SAR-2-60L4K—A3Z |WOOD POLE| FIXED st CLE FON PER REDMOND STD. DETAIL 2. ILLUMINATION CONDUIT SHALL BE PLACED IN THE SAME TRENCH AS OTHER UTILITIES WHERE
: POSSIBLE. THE JUNCTION BOX AND CONDUIT LOCATIONS SHOWN ARE APPROXIMATE.
SVCT | Svel
RCC 40+08.5 | 8.5" RT| 12' | 240 | 5" | GkT A | GRCI D | 66 LED | KIM 1SA-SAR-2-60L4K-A32 |WoOD POLE| Fixep | NEW. POLE FON PER REDMOND STD. DETAIL
TS S SOLE FON FER FEDWOND SO BETATL 3. ALL WORK SHALL BE IN ACCORDANCE WITH THESE PLANS, CITY OF REDMOND STANDARDS AND
RCC 41+52.5 | 8.5 RT| 12’ 240 5" | CKT A | GFCI'D | 66 LED | KIM 1SA—SAR—2-60L4K—A32 |WOOD POLE| FIXED | ,z0p ) SPECIFICATIONS, CURRENT EDITION.
SVCT | Svel
RCC 43+07.0 | 8.5" RT| 12' | 240 | 5" | GkT A | GRCI D | 66 LED | KIM 1SA-SAR-2-60L4K-A32 |WoOD POLE| Fixep | NEW. POLE FDN PER REDMOND STD. DETAIL 4. THE LOCATIONS OF FEATURES SHOWN ARE APPROXIMATE AND SHALL BE VERIFIED IN THE FIELD
; ; S sver | svel P ~ NEW POLE FDN PER REDMOND STD. DETAIL )
@ Rree 44+82.0 | 8.5’ RT| 12 240 | 5 CKT A | GFCI D | 66 LED | KIM 1SA—-SAR-2-60L4K-A32 |WOOD POLE| FIXED | 4305 5. THE CONTRACTOR SHALL SUBMIT A REQUEST TO THE CITY OF REDMOND FOR MATERIALS
APPROVAL AT THE EARLIEST POSSIBLE DATE.
* STATIONS/OFFSETS ARE APPROXIMATE. POLE LOCATIONS MAY BE ADJUSTED +4’ IF APPROVED BY ENGINEER TO AVOID CONFLICTS.
CONTRACTOR SHALL CONFIRM ADJUSTMENTS WITH ENGINEER PRIOR TO IMPLEMENTING. 6. ALL WORK SHALL BE CONSISTENT WITH UTILITY AGENCY REQUIREMENTS. THE CONTRACTOR SHALL
CONTACT ALL PERTINENT UTILITY AGENCIES 48 HOURS BEFORE COMMENCING WORK, AND SHALL
COORDINATE WITH AFFECTED UTILITY AGENCIES THROUGHOUT THE PROJECT.
7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO EXISTING UTILITIES. THE
CONTRACTOR SHALL NOTIFY THE AFFECTED UTILITY COMPANY AND THE CITY OF REDMOND
IMMEDIATELY UPON DAMAGE.
8. LIGHT STANDARD FOUNDATIONS SHALL NOT BE EXCAVATED AND POURED BEFORE POLE LOCATIONS
ARE APPROVED BY THE ENGINEER.
9. THE CONTRACTOR SHALL CONFIRM THAT 10 FEET MINIMUM CIRCUMFERENTIAL CLEARANCE IS
PROVIDED BETWEEN LUMINAIRE POLES AND OVERHEAD POWER LINES. IF A CONFLICT IS
DISCOVERED, THE CONTRACTOR SHALL NOTIFY THE ENGINEER PRIOR TO FOUNDATION
INSTALLATION.
10. ALL JUNCTION BOXES SHALL HAVE A LOCKING LID PER WSDOT STANDARD PLANS J—40.10 AND
J—40.30.
‘CALL BEFORE YOU DIG 1*8007424*5555i
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POLE CROSS SECTION

1

4%

1"%6”

5%"

12' POLE HEIGHT *
~11.5" MOUNTING HEIGHT

wxw  wlwl (o] 1
SLOTTED HOLE — | <
TYP TO ACCEPT I

POST TOP CAP, PAINTED BLACK TO MATCH
LUMINAIRE HOUSING

WX 45 X 8% MOUNTING
PLATES PAINTED BLACK WITH
%s”o HOLES AND (2) %" X 18”
SSATR

73W 60-LED (II-C) 4000K
240V LED LUMINAIRE, PAINTED
BLACK

5% X 4%” STRAIGHT WOOD
POLE

RECEPTACLE WITH
IN-USE COVER (SEE
DETAIL, THIS SHEET)

123%” BOLT CIRCLE
127
N
=
K Ta

12"

LAM_SIDE

-
3” X 5" HAND HOLE ACCESS —
COVER, PAINTED TO MATCH
STEEL BASE

() % X 247 .

F1554 GR36 o %

ANCHOR BOLTS 2] | oo vowe w
BASE PLATE

%" PLATE (TYP)

%

Ys"0 HOLE
P, (2)
ON EACH

PEDESTRIAN LUMINAIRE WOOD NoTE: ALL STEEL A36, ALL

POLE AND LUMINAIRE

WELDS E70XX, GALVANIZED,

NTS

WEATHERPROOF  SINGLE
GANG BOX, PAINTED TO
MATCH STEEL BASE,
MOUNTED TO WOOD POLE

20A, 120V, HOSPITAL GRADE
DUPLEX GFCI RECEPTACLE
MOUNTED INSIDE SINGLE
GANG BOX

LOCKABLE DIE CAST NEMA
3R LOCKING, PAINTABLE,
WEATHERPROOF, IN-USE
COVER, MOUNTED TO GFI
RECEPTACLE. PAINTED TO

MATCH STEEL BASE

FRONT L k]
SIDE 1|  PLASTIC GASKET MOUNTED
< 70 GFI RECEPTACLE
(I
TOP EN
7%
L —
A P &
ARM CROSS :
SECTION BOTTOM LEGEND:

PEDESTRIAN LUMINAIRE DETAIL 2.

PAINTED BLACK

PAINT_SPECIFICATIONS:  ALL
ALUMINUM AND STEEL PARTS
SHALL BE FACTORY PRIME
PAINTED AND FACTORY FINISH
PAINTED "BLACK”.

ALL ANCHOR BOLTS SHALL

BE HOT DIPPED GALVANIZED
WITH 2 NUTS AND WASHERS
PER BOLT.

RECEPTACLE DETAIL

90° 0o —-270°

=
G/ | CENTRAL CONNECTOR
TRAIL— — CENTERLINE
—

0°

1. HANDHOLE ACCESS DOOR SHALE BE MOUNTED AT 90°

NTS

RECEPTACLE SHALL BE MOUNTED AT 180

3. POLES SHALL BE ORIENTED PER POA AS SPECIFIED
IN' LUMINAIRE SCHEDULE

ILLUMINATION

WIRING DIAGRAM

SvC. 1

SERVICE 1 BREAKER SCHEDULE
NEW SVC AT WILLOWS / DRIVEWAY ACCESS
CIRCUIT VOLTAGE| BREAKER |CONTACTOR
MAIN 120/240|2P-125 AMP| ——-
ILLUM A 240 |2P-15 AMP| 30 AMP
ILLUM B 240 |2P-15 AMP| 30 AMP
ILLUM C 240 |2P-15 AMP| 30 AMP
GFCI D 120 |1P-20 AMP| --—-
GFCI E 120 |1P-20 AMP| -—-
GFCI F 120 |1P-20 AMP| --—-
GFCI G 120 |1P-20 AMP| -—-
GFCI H 120 |1P-20 AMP| --—-
GFCI | 120 |1P-20 AMP| -—-

GFCI H

GFCI |

N

ﬁ

NOT TO

SCALE

BRIDGE LOOKOUT

SENTINEL LIGHTS ON ILLUM CIRCUIT B

LEAN RAIL AND

BRIDGE LOOKOUT GFCI RECEPTACLES

GFCI CIRCUIT |

‘CALL BEFORE YOU DIG 17800742475555i

CityofRedmond

W A S HINGTON

CITY OF REDMOND

PUBLIC WORKS DEPARTMENT

15670 NE 85TH STREET — REDMOND, WA 98073-9710

Redmond Central

Connector

Phase |l
City Project No. 20021314
Federal Aid No. CM—1065(011)

@ TENW

Transportation Engineering NorthWest
Transportation Planning | Design | Traffic Impact & Operations
11400 SE 8th Street, Suite 200, Bellevue, WA 98004 | Office (425) 889-6747

Project Contact: Elyse Hanson, P.E.
Phone: 425-250-5004

DESIGN ENGR. DRAWN CHECKED
EMH EMH/JLS CTB/EMH
NO. REVISION COMMENTS BY | REVIEW DATE

e P 35 S
“;\9/ STERG
/ONAL ©

01-14-2016

ILLUMINATION

DETAILS

January 2016

PROJECT NO.

TENW 4700
SHEET: OF:
65 117

DRAWING NO.

.10




SIGNAL GENERAL NOTES

1. THE LOCATION OF ALL EXISTING AND PROPOSED CONDUIT, JUNCTION BOXES, AND_CABINETS
SHOWN THIS GRAPHIC REPRESENTATION ONLY. ~ FINAL 'LOCATIONS FOR
PROPOSED FEATURES SHALL BE DETERMINED BY THE ENGINEER

2. ALL TRAFFIC SIGNAL AND PEDESTRIAN HEADS AND PUSH BUTTONS SHALL BE SECURELY AND
COMPLETELY COVERED WHILE SIGNAL IS NOT IN OPERATION.

3. ALL WORK SHALL BE IN _ACCORDANCE WITH CITY OF REDMOND STANDARDS AND
SPECIFICATIONS, CURRENT EDITION.

4. THE_LOCATIONS OF EXISTING FEATURES SHOWN ARE APPROXIMATE AND SHALL BE VERIFIED
IN THE FIELD BY THE CONTRACTOR AS NECESSARY.

5. THE CONTRACTOR SHALL SUBMIT A REQUEST TO THE INSPECTOR FOR MATERIALS APPROVAL
PRIOR TO PROCURING ANY MATERIALS. MATERIALS THAT HAVE NOT BEEN APPROVED BY THE
CITY OF REDMOND SHALL NOT BE ALLOWED ON THE PROJECT SITE.

6. ALL WORK SHALL BE CONSISTENT WITH UTILITY AGENCY REQUIREMENTS. = THE CONTRACTOR
SHALL CONTACT ALL PERTINENT UTILITY AGENCI 48 HOURS BEFORE COMMENCING WORK,
AND SHALL COORDINATE WITH AFFECTED UTILITY AGENCIES THROUGHOUT THE PROJECT.

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO EXISTING UTILITIES. THE
CONTRACTOR SHALL NOTIFY THE AFFECTED UTILITY COMPANY AND THE CITY OF REDMOND
IMMEDIATELY UPON DAMAGE.

8. EXISTING FEATURES TO REMAIN UNLESS OTHERWISE NOTED.

9. ALL CONDUCTORS FOR SIGNAL HEADS, LOOPS, PEDESTRIAN HEADS, PUSHBUTTONS, AND
STREET LIGHTS SHALL BE LABELED IN EACH JUNCTION BOX.

10. METHOD TO CAP REMAINING HOLES IN SIGNAL POLES SHALL BE APPROVED BY THE CITY OF
REDMOND INSPECTOR PRIOR TO IMPLEMENTATION.

11. A NEW PUSHBUTTONS SHALL BE POLARA ENGINEERING ACCESSIBLE PEDESTRIAN BUTTON
STATION PART NO. 0-B, EXCEPT THOSE WHERE THE PLANS REQUIRE AN AUDIBLE
MESSAGE SHALL BE PART NUMBER EN25AN1-B.

12. PEDESTRIAN ACCESS TO ALL_PED PUSHBUTTONS SHALL BE PROVIDED AT ALL TIMES, UNLESS
CITY APPROVED TEMPORARY TRAFFIC CONTROL PLANS PROVIDE OTHERWISE.

13. SALVAGE REMOVED SIGNAL EQUIPMENT TO THE CITY OF REDMOND AS REOUESTED INCLUDING
PEDESTRIAN  SIGNAL HE DS, PEDESTRIAN PUSHBUTTONS, PEDESTRIAN  SIGNA
PEDESTRIAN PUSHBUTT MOUNTS AND OTHER ITEMS AS REQUESTED. CONTRACTOR SHALL
DISPOSE OF ITEMS NOT DES RED BY THE CITY.

SIGNAL CONSTRUCTION NOTES
REMOVE TWO EXISTING PEDESTRIAN PUSHBUTTONS.

INSTALL TWO POLARA NAVIGATOR PEDESTRIAN PUSHBUTTONS
48 AND 69. NEW PUSHBUTTONS SHALL FACE NORTHEAST AND NORTHWEST PARALLEL TO THE CROSSWALK EACH
PUSHBUTTON IS _SERVING. EACH PUSHBUTTON SHALL BE INSTALLED WITH A SPEECH INFORMATION MESSAGE AS
DIRECTED BY CITY OF REDMOND TRAFFIC OPERATIONS. CAP EXISTING HOLES WITH CITY APPROVED METHOD, IF

NECESSARY.

REMOVE TWO EXISTING PEDESTRIAN PUSHBUTTONS. INSTALL TWO POLARA NAVIGATOR PEDESTRIAN PUSHBUTTONS
28 AND 49. NEW_ PUSHBUTTONS SHALL FACE SOUTHWEST AND NORTHWEST PARALLEL TO THE CROSSWALK EACH
PUSHBUTTON IS _SERVING. EACH PUSHBUTTON SHALL BE INSTALLED WITH A SPEECH INFORMATION MESSAGE AS

I?ILBCEECSI-S_ADR‘?Y CITY OF REDMOND TRAFFIC OPERATIONS. CAP EXISTING HOLES WITH CITY APPROVED METHOD, IF

INSTALL FOUNDATION PER WSDOT STANDARD PLAN J-—
AND INSTALL TYPE PS POLE. RELOCATE EXISTING PEDESTRIAN SIGNAL HEAD 29 FROM EXISTING SIGNAL POLE 4.
PEDESTRIAN HEAD SHALL BE TYPE D TOP MOUNTED TO NEW POLE. INSTALL ONE POLARA VIGATOR PEDESTRIAN
PUSHBUTTON 29 ON THE SIGNAL POLE. PUSHBUTTON SHALL FACE SOUTHEAST PARALLEL TO SWALK.
CONNECT NEW PUSHBUTTON AND EXISTING PEDESTRIAN SIGNAL HEAD TO EXISTING CONDUCTORS UTILIZING
EXISTING SLACK (IF EXISTING SLACK IS NOT AVAILABLE, CONTRACTOR SHALL PULL A NEW 5C BACK TO THE
EXISTING CONTROLLER CABINET). POLE LOCATION SHOWN IS APPROXIMATE. FINAL POLE LOCATION SHALL BE
DggERSSb_Egsg\g THE FIELD BY CITY OF REDMOND TRAFFIC OPERATIONS. CONTACT BRUCE NEWMAN AT

@ REMOVE TWO EXISTING PEDESTRIAN PUSHBUTTONS 29 AND 88. RELOCATE EXISTING PEDESTRIAN SIGNAL HEADS
29 TO NEW POLE 3 AND 88 TO NEW POLE 5, CAP EXISTING HOLES WITH CITY APPROVED METHOD.

INSTALL EOUNDATION PER WSDOT STANDARD PLAN J-21.10 AND POLE PLACEMENT DETAIL, THIS SHEET. FURNISH
AND_INS TYPE PS POLE. RELOCATE EXISTING PEDESTRIAN SIGNAL HEAD 88 FROM EXISTING SIGNAL POLE 4.
PEDESTRIAN HEAD SHALL BE TYPE D TOP. MOUNTED TO NEW POLE. INSTALL ONE POLARA NAVIGATOR PEDESTRIAN

PU. HBUTTON 88 ON THE SIGNAL POLE. PUSHBUTTON SHALL FACE SOUTHWEST PARALLEL TO CROSSWALK.
CONNECT NEW PUSHBUTTON AND EXISTING PEDESTRIAN SIGNAL HEAD TO EXISTING CONDUCTORS UTILIZING
EXISTING SLACK (IF EXISTING SLACK IS NOT AVAILABLE, CONTRACTOR SHALL PULL A NEW 5C BACK TO THE
EXISTING CONTROLLER CABINET). POLE LOCATION SHOWN IS APPROXIMATE. FINAL POLE LOCATION SHALL BE
DESER55 ED I5N5 THE FIELD BY ‘CITY OF REDMOND TRAFFIC OPERATIONS. CONTACT BRUCE NEWMAN AT

INSTALL FOUNDATION PER WSDOT STANDARD PLAN J-—

21.10 AND POLE PLACEMENT DETAIL, THIS SHEET FURNISH

21.10 AND POLE PLACEMENT DETAIL, THIS SHEET. FURNISH
AND INSTALL TYPE PS POLE. RELOCATE EXISTING PEDESTRIAN SIGNAL HEAD 89 FROM EXISTING SIGNAL POLE 8.
PEDESTRIAN HEAD SHALL BE TYPE D TOP MOUNTED TO NEW POLE. INSTALL ONE POLARA NAVIGATOR PEDESTRIAN
PUSHBUTTON 89 ON THE SIGNAL POLE. PUSHBUTTON SHALL FACE SOUTHWEST PARALLEL TO CROSSWALK.
CONNECT NEW PUSHBUTTON AND EXISTING PEDESTRIAN SIGNAL HEAD TO EXISTING CONDUCTORS UTILIZING
EXISTING SLACK (IF EXISTING SLACK IS NOT AVAILABLE, CONTRACTOR SHALL PULL A NEW 5C BACK TO THE
EXISTING CONTROLLER CABINET). POLE LOCATION SHOWN IS APPROXIMATE. FINAL POLE LOCATION SHALL BE
DEgEIgILgINED II\g_ THE FIELD BY CITY OF REDMOND TRAFFIC OPERATIONS. CONTACT BRUCE NEWMAN AT

INSTALL FOUNDATION PER WSDOT STANDARD PLANS J—20.10 AND POLE PLACEMENT DETAIL THIS SHEET.

FURNISH AND INSTALL TYPE PPB_POLE WITH ONE POLARA NAVIGATOR PEDESTRIAN PUSHBU 68. PUSHBUTTON
SHALL FACE NORTHWEST PARALLEL TO CROSSWALK. CONNECT NEW PUSHBUTTON TO EXISTING CONDUC

UTILIZING EXISTING SLACK (IF EXISTING SLACK IS NOT AVAILABLE, CONTRACTOR SHALL PULL A NEW ZC(SH)
BACK TO THE EXISTING CONTROLLER CABINET). POLE LOCATION SHOWN IS APPROXIMATE. FINAL POLE LOCATION
4SEI§LL555E DETERMINED IN THE FIELD BY CITY OF REDMOND TRAFFIC OPERATIONS. CONTACT BRUCE NEWMAN AT

REMOVE EXISTING PEDESTRIAN PUSHBUTTONS 68 AND 89. RELOCATE EXISTING PEDESTRIAN SIGNAL HEAD 89 TO
NEW POLE 6. CAP EXISTING HOLES WITH CITY APPROVED METHOD.

@ WORK WITHIN THE CONTROLLER CABINET SHALL BE AS FOLLOWS:

CONTRACTOR SHALL:

A. FURNISH ONE POLARA _ENGINEERING EZCOM NAVIGATOR CENTRAL CONTROL UNIT (PART NO. CCUZ2EN).
PROVIDE THIS UNIT TO THE CITY INSPECTOR.

B. FURNISH ONE POLARA _ENGINEERING EZCOMMUNICATOR NAVIGATOR CONFIGURATOR (PART NO. ECONFIG).
PROVIDE THIS UNIT TO THE CITY INSPEC

C. INSTALL PED WIRE EXTENSIONS WITHIN THE CONTROLLER CABINET (FROM EXISTING TERMINAL TO NEW
CONTROL UNIT TERMINAL) AS DIRECTED BY THE CITY SIGNAL TECHNICIAN, APPROX. 4—FT IN LENGTH.

D. COORDINATE WITH THE CITY OF REDMOND INSPECTOR TO SCHEDULE CITY SIGNAL TECHNICIAN WORK.

CITY SIGNAL TECHNICIAN SHALL:
. LL IED EZCOM NAVIGATOR CENTRAL CONTROL UNIT.
B. INSTALL CONTRACTOR SUPPLIED EZCOMMUNICATOR NAVIGATOR CONFIGURATOR.
C. TERMINATE PED BUTTON WIRES IN THE CONTROL UNIT.
INSTALL 6’ ROUND LOOP DETECTOR PER CITY OF REDMOND STANDARD DETAILS 454A, 455, 456, 457.

@ REMOVE EXISTING JUNCTION BOX AND REPLACE WITH NEW JUNCTION BOX WITH SKID RESISTANT LID AND FRAME.

POLE PLACEMENT DETAIL

FOR PERPENDICULAR TYPE CURB RAMPS

RACEWAY TW PR VEH. PUSH | EQUIP. ALLOW. | ALLOW.
A CONDUIT LOQP | DETECT. FE[I:pgn/ BUTTON G%ND, CONDUIT| FiLL FILL
NO. | SIZE #12 | 2¢(SH) | '5C 2C A FILL
EX. [NEW| EX. [NEW| EX. [NEW] EX. [NEW[EX. INEI
1 7 SCH40_PVC 4 1] 0.45
Z SCH40 _PVC 4 —
3 | 2 SCH40 PVC 1 1 7| 026
4_|_EXISTING** 4 T — | ——-
5 | 2”7 SCH40 PVC 1 7] 012 | 087 | —-
* EQUIPMENT GROUND SIZE SHALL BE EQUAL TO OR LARGER THAN

THE LARGEST WIRE SIZE IN THE CONDUIT.
OTHER CONDUIT/CONDUCTORS PRESENT

*k

NOTE: THE ENGINEER SHALL REVIEW AND APPROVE
ALL SIGNAL POLE LOCATIONS PRIOR TO
FOUNDATIONS INSTALLATION.

&

NE-G5TH._ST

NE 91ST ST

A48

\

NE 90TH ST
W
N
o

KEY MAP

N.T.S.

PHASE DIAGRAM
(EXISTING TO REMAIN)

21

J

—

22

23

-

-

24

—a—— VEHICLE MOVEMENT
—a\—— PEDESTRIAN MOVEMENT

PRE—EMPT
Pl = 23 & 48
P2 = ¢4 & 47
P3 = #1 & 46
P4 = 22 & 25

25

26

27

28

PUSHBUTTON MOUNTING DETAIL

18”=TYPE I,
POLE 8”=TYPE |,

1
BASE PPB, PS, FB
PLATE

NOTE: SIGNAL CONTRACTOR SHALL
COORD/NATE WITH_THE CONCRETE
CONTRACTOR TO ENSURE_PROPER
RELATIONSHIP BETWEEN THE SIGNAL
POLE AND ADA RAMP.

SIGNAL DISPLAYS

VEHICLE HEADS

EXISTING :22,24

RELOCATED PEDESTRIAN HEADS ON TYPE PS POLES SHALL USE TYPE D TOP MOUNTS.

.

VEHICLE HEADS

EXISTING :21,23
:41,42,61
:62,81,82

VEHICLE HEADS

EXISTING :11,12,31,51
:52,71

12"
12"
12"

PEDESTRIAN HEADS
RELOCATE :29

:88,89

POLARA
NAVIGATOR,
TYP.

74\/*7

n

42”
EX :28 : :
148,49 TYPE PPB TYPE I1/lil, PS
:68,69 POST Pc/LE’

NOT TO SCALE

SIGNAL & ILLUMINATION LEGEND
EXIST. NEW/RELOCATE DESCRIPTION
X4l JUNCTION BOX TYPE 1,2,8
VEHICLE SIGNAL HEAD
—— PEDESTRIAN SIGNAL HEAD
SIGNAL POLE TYPE Il
O SIGNAL POLE TYPE PPB, PS
4 PUSHBUTTON
O LOOP DETECTOR
MAST ARM MOUNTED SIGN
EMERGENCY PRE—EMPTION
DETECTOR
ROADWAY LIGHT STANDARD
—_——— CONDUIT/CONDUCTOR
CONTROLLER CABINET
SERVICE CABINET
<:> CONSTRUCTION NOTE
O SIGNAL POLE ILLUMINATION
POLE NUJ
A WIRE NOTE
20 (o} 20 40’
HORZ.
SCALE IN FEET

LCALL BEFORE YOU DIG 17800742475555i

Phase
City Project No. 20021314
CityofRedmond | [Foderq| A@ No. CM—=1065(011)

Transportation Planning | Design | Traffic Impact & Operations
11400 SE 8th Street, Suite 200, Bellevue, WA 98004 | Office (425) 889-6747

Project Contact: Elyse Hanson, P.E.
Phone: 425-250-5004

0l-14-2016

January 2016

C | TY O l__ R E D M O N D DESIGN ENGR. DRAWN CHECKED EROJECT NO.
PUBLIC WORKS DEPARTMENT EMH EMH/JLS CTB/EMH TENW 4700
15670 NE 85TH STREET — REDMOND, WA 98073-9710 NO. REVISION COMMENTS BY REVIEW DATE SlGNAL SHEET: OF:

R € d mon d C en L ra L C onne CLO r Transportation Engineering NorthWest PLAN 6 4 I I I

DRAWING NO.

o1




SIGNAL CONSTRUCTION NOTES

REMOVE EXISTING PEDESTRIAN PUSHBUTTONS 28 AND 89. RELOCATE EXISTING PEDESTRIAN HEAD 28 TO NEW
POLE 3. CAP EXISTING HOLES WITH CITY APPROVED METHOD.

INSTALL FOUNDATION PER WSDOT STANDARD PLAN J-20.10 AND POLE PLACEMENT DETAIL THIS SHEET FURNISH

AND_INSTALL TYPE PPB POLE. INSTALL ONE POLARA NAVIGATOR PEDESTRIAN PUSHBUTTON 89

POLE. PUSHBUTTON SHALL FACE SOUTHEAST PARALLEL TO CROSSWALK. CONNECT NEW PUSHBUTTON TO EXISTING

CONDUCTORS UTILIZING EXISTING SLACK (IF EXISTING SLACK IS NOT AVAILABLE, CONTRACTOR SHALL PULL A NEW
S H) BACK TO THE EXISTING CONTROLLER CABINE CONTRACTOR TO MAINTAIN A MINIMUM_ 48” FROM POLE TO
E OF SIDEWALK. POLE LOCATION SHOWN OXIMATE. FINAL POLE LOCATION SHALL BE DETERMINED IN

THE FIELD BY CITY OF REDMOND TRAFFIC OPERATIONS CONTACT BRUCE NEWMAN AT 425-556-2856.

@ INSTALL FOUNDATION PER WSDOT STANDARD PLAN J—21.10 AND POLE PLACEMENT DETAIL, THIS SHEET. FURNISH

AND”INSTALL TYPE PS POLE. RELOCATE EXISTING PEDESTRIAN SIGNAL HEAD 28 FROM EXISTING SIGNAL POLE 1.
PEDESTRIAN HEAD SHALL BE TYPE D TOP MOUNTED TO NEW POLE. INSTALL ONE POLARA NAVIGATOR PEDESTRIAN
PUSHBUTTON 28 ON THE SIGNAL POLE. PUSHBUTTON SHALL FACE SOUTHWEST PARALLEL TO CROSSWALK.
CONNECT NEW PUSHBUTTON AND EXISTING PEDESTRIAN SIGNAL HEAD TO EXISTING CONDUCTORS UTILIZING
EXISTING SLACK (IF EXISTING SLACK IS NOT AVAILABLE, CONTRACTOR SHALL PULL A NEW 2C(SH) BACK TO THE
EXISTING CONTROLLER CABINET). CONTRACTOR TO MAINTAIN A MINIMUM 48" FROM TO_EDGE OF SIDEWALK.
POLE LOCATION SHOWN_ IS APPROXIMATE. FINAL POLE [OCATION SHALL EE DETERMINED IN THE FIELD BY CITY OF
REDMOND TRAFFIC OPERATIONS. CONTACT BRUCE NEWMAN AT 425-556-

@ INSTALL_FOUNDATION_PER WSDOT STANDARD PLAN J-21.10 AND POLE PLACEMENT DETAIL, THIS SHEET.
RELOCATE EXISTING TYPE PS POLE, INCLUDING PEDESTRIAN SIGNAL HEAD NEW FOUNDATION. REMOUNT

EXISTING PEDESTRIAN SIGNAL HEAD 29 ON EXISTING POLE USE TYPE D REMOVE TWO EXISTING
PEDESTRIA PUSHBUTT S FROM EXISTING POLE. CAP EXISTING HOLE FACING NORTH VEST WITH CITY APPROVED
METHOD. INSTALL ONE POLARA NAVIGATOR PEDESTRIAN PUSHBUTTON 29. NEW_PUSHBUTTON L FACE
SOUTHWEST PARALLEL TO CROSSWALK. CONNECT NEW PUSHBUTTON AND EXISTING PEDESTRIAN SIGNAL HEAD TO
EXISTING CONDUCTORS UTILIZING EXISTING SLACK (IF EXISTING SLACK IS NOT AVAILABLE, CONTRACTOR SHALL
PULL A NEW 5C BAC THE EXISTING CONTROLLER CABINET). POLE LOCATION SHOWN IS APPROXIMATE. FINAL
POLE LOCATION SHALL BE DETERMINED IN THE FIELD BY CITY "OF REDMOND TRAFFIC OPERATIONS. CONTACT
BRUCE NEWMAN AT 425-556-2856. REMOVE EXISTING PS POLE FOUNDATION TO MIN. 24" BELOW FINISH GRADE.
FILL AND COMPACT VOIDS.

EXISTING POLE TO REMAIN. PROTECT DURING CONSTRUCTION.

INSTALL FOUNDATION PER WSDOT STANDARD PLAN J-21.10 AND POLE PLACEMENT DETAIL, THIS SHEET FURNISH
AND”INSTALL TYPE PS POLE. RELOCATE EXISTING PEDESTRIAN SIGNAL HEAD 48 FROM EXISTING SIGNAL POLE 5
PEDESTRIAN HEAD SHALL BE TYPE D TOP MOUNTED TO NEW POLE. INSTALL ONE POLARA AVIGATOR PEDESTRIAN
PUSHBUTTON 48 ON THE SIGNAL POLE. PUSHBUTTON SHALL FACE NORTHWEST PARALLEL TO CROS.

CONNECT NEW PUSHBUTTON AND EXISTING PEDESTRIAN SIGNAL HEAD TO EXISTING CONDUCTORS UTILIZING
EXISTING SLACK (IF EXISTING SLACK IS NOT AVAILABLE, CONTRACTOR SHALL PULL A NEW 5C BACK TO THE
EXISTING CONTROLLER CABINET). POLE LOCATION SHOWN IS APPROXIMATE. FINAL POLE LOCATION SHALL BE
42?__ 5M5£I 2855 THE FIELD BY CITY OF REDMOND TRAFFIC OPERATIONS. CONTACT BRUCE NEWMAN AT

@ REMOVE TWO EXISTING PEDESTRIAN PUSHBUTTONS. INSTALL TWO POLARA NAVIGATOR PEDESTRIAN PUSHBUTTONS
49 AND 68. NEW_PUSHBUTTONS SHALL FACE NORTHWEST AND NORTHEAST PARALLEL TO THE CROSSWALK EACH
PUSHBUTTON IS _SERVING. EACH PUSHBUTTON SHALL BE INSTALLED WITH A SPEECH INFORMATION MES. SAG
DIRECTED BY CITY OF REDMOND TRAFFIC OPERATIONS. POLE LOCATION SHOWN IS APPROXIMATE. FINAL E
LOCATION SHALL BE DETERMINED IN THE FIELD BY CITY OF REDMOND TRAFFIC OPERATIONS. CONTACT BRIJCE

NEWMAN AT 425-556-2856. CAP EXISTING HOLES PER CITY APPROVED METHOD, IF NECESSARY.

INSTALL FOUNDATION PER WSDOT STANDARD PLAN J-21.10 AND POLE PLACEMENT DETAIL, THIS SHEET FURNISH

AND_INSTALL TYPE PS POLE. RELOCATE EXISTING PEDESTRIAN SIGNAL HEAD 69 FROM EXISTING SIGNAL POLE 9.
PEDESTRIAN HEAD SHALL BE TYPE D TOP M TO NEW POLE. INSTALL ONE POLARA NAVIGATOR PEDESTRIAN
PUSHBUTTON 69 ON THE SIGNAL POLE. EUTTON SHALL FACE NORTHEAST PARALLEL TO CROSSWAL
CONNECT NEW PUSHBUTTON AND EXISTING PEDESTRIAN SIGNAL HEAD TO EXISTING CONDUCTORS IJTILIZING
EXISTING SLACK (IF EXISTING SLACK IS NOT AVAILABLE CONTRACTOR SHALL PULL A NEW 5C BACK TO THE
EXISTING CONTROLLER CABINET CONT TOR TO INTAIN A MINIMUM 48" FRO 0_EDGE OF SIDEWALK.
POLE LOCATION SHOWN_ IS APPROXIMATE. FIN POLE LOCATION SHALL BE DETERMINED IN THE FIELD BY CITY OF
REDMOND TRAFFIC OPERATIONS CONTACT BRUCE NEWMAN AT 425-556-2856.

@ REMOVE EXISTING PEDESTRIAN PUSHBUTTONS 69 AND 88. RELOCATE EXISTING PEDESTRIAN HEAD 69 TO NEW
ﬁgPT?O%EDN%ELTHLO%CATE EXISTING PEDESTRIAN HEAD 88 TO NEW POLE 10. CAP EXISTING HOLES WITH CITY

INSTALL FOUNDATION PER WSDOT STANDARD PLAN J-21.10 AND POLE PLACEMENT DETAIL, THIS SHEET FURNISH
ND_INSTALL TYPE PS POLE. RELOCATE EXISTING PEDESTRIAN SIGNAL HEAD 88 FROM EXISTING SIGNAL POLE 9.
PEDESTRIAN HEAD SHALL BE T PE D TOP. M TO NEW POLE. INSTALL ONE POLARA AVIGAT R PEDESTRIAN
PUSHBUTTON ON THE SIGNAL POLE. PUS B TT N SHALL FACE NORTHEAST PARALLEL TO CROS.
CONNECT NEW PUSHBUTTON AND EXISTING PEDESTRIAN SIGNAL HEAD TO EXISTING CONDUCTORS UTILIZING
EXISTING SLACK (IF EXISTING SLACK IS NOT AVAILABLE, CONTRACTOR SHALL PULL A NEW 5C BACK TO THE
EXISTING CONTROLLER CABINET). CONTRACTOR TO MAINTAIN A MINIMUM 48" FROM TO_EDGE OF SIDEWALK.
POLE LOCATION SHOWN_ IS APPROXIMATE. FINAL POLE [OCATION SHALL BE DETERMINED IN THE FIELD BY CITY OF
REDMOND TRAFFIC OPERATIONS. CONTACT BRUCE NEWMAN AT 425-556-2856.

@@

@ WORK WITHIN THE CONTROLLER CABINET SHALL BE AS FOLLOWS:

CONTRACTOR SHALL

A. NE  POLARA _ENGINEERING EZCOM NAVIGATOR CENTRAL CONTROL UNIT (PART NO. CCUZEN).
PROVIDE THIS UNIT TO THE CITY INSPECTOR.

B. FURNISH ONE POLARA _ENGINEERING EZCOMMUNICATOR NAVIGATOR CONFIGURATOR (PART NO. ECONFIG).
PROVIDE THIS UNIT TO THE CITY INSPEC

C. INSTALL PED WIRE EXTENSIONS WITHIN THE CONTROLLER CABINET (FROM EXISTING TERMINAL TO NEW
CONTROL UNIT TERMINAL) AS DIRECTED BY THE CITY SIGNAL TECHNICIAN, APPROX. T IN LENGTH.

D. COORDINATE WITH THE CITY OF REDMOND INSPECTOR TO SCHEDULE CITY SIGNAL TECHNICIAN WORK.

CITY SIGNAL TECHNICIAN SHALL:
A. INSTALL CONTRACTOR SUPPLIED EZCOM NAVIGATOR CENTRAL CONTROL UNIT.
B. INSTALL CONTRACTOR SUPPLIED EZCOMMUNICATOR NAVIGATOR CONFIGURATOR.
C. TERMINATE PED BUTTON WIRES IN THE CONTROL UNIT.
@ INSTALL 6’ ROUND LOOP DETECTOR PER CITY OF REDMOND STANDARD DETAILS 454A, 455, 456, 457.
@ REMOVE EXISTING JUNCTION BOX AND REPLACE WITH NEW JUNCTION BOX WITH SKID RESISTANT LID AND FRAME.

NEW TRIAL LIGHTING SERVICE CABINET AND CONDUIT. SEE ILLUMINATION PLAN DRAWING 5.07 FOR DETAILS.

POLE PLACEMENT DETAIL PUSHBUTTON MOUNTING DETAIL

SIGNAL WIRING SCHEDULE (AFFECTED RUNS ONLY)
TW PR | _VEH. ALLOW. | ALLOW.
VAN toop: | oerect. PERAP/| J4sE | BB [conpurt| “Fit | “FiLL
No. | SIZE #12 | 20(sH)| 'sC 2 = FILL | (NEW) |(exIsT.)
EX. NEW| EX. [NEW] EX. INEW| EX. [NEW|EX. INEW]
" SCH0_PVC 4 i —
2 | 2 SCH40 PVC 7] —
> SCH40_PVC 7 1 7 —
4 [ EXISTING*™ 7 T ——— —
XISTING** 5 [ e I
> SCH40 PVC 7 i1 012 | 087 | ———
* EQUIPMENT GROUND SIZE SHALL BE EQUAL TO OR LARGER THAN
THE LARGEST WIRE SIZE IN THE CONDUIT.

*%

OTHER CONDUIT/CONDUCTORS PRESENT

FOR PERPENDICULAR TYPE CURB RAMPS

SIGNAL DISPLAYS

18”=TYPE I, Il POLARA
POLE > ’ NAVIGATOR,
POLE 8”=TYPE I, PPB, PS, FB 08 _
e D

42”

12”
12"
127

12”

@]

12”
12”
12"

VEHICLE HEADS
EXISTING :22,41,42

PEDESTRIAN HEADS

RELOCATE :28,29 EX:49

KEY MAP

PHASE

DIAGRAM

(EXISTING TO REMAIN)

1:10 SCALE NE CORNER N.T.S.

SIGNAL GENERAL NOTES

1. THE LOCATION OF ALL EXISTING AND PROPOSED CONDUIT, JUNCTION BOXES, AND_ CABINETS
THIS PLAN ARE FOR GRAPHIC REPRESENTATION ONLY.  FINAL 'LOCATIONS FOR
PROPOSED FEATURES SHALL BE DETERMINED BY THE ENGINEER.

2. ALL TRAFFIC SIGNAL AND PEDESTRIAN HEADS AND PUSH BUTTONS SHALL BE SECURELY AND
COMPLETELY COVERED WHILE SIGNAL IS NOT IN OPERATION.

3. WORK SHALL BE IN ACCORDANCE WITH CITY OF REDMOND STANDARDS AND
SPECIFICATIONS CURRENT EDITION.

4. THE_LOCATIONS OF EXISTING FEATURES SHOWN ARE APPROXIMATE AND SHALL BE VERIFIED
IN THE FIELD BY THE CONTRACTOR AS NECESSARY.

5. THE CONTRACTOR SHALL SUBMIT A REQUEST TO THE INSPECTOR FOR MATERIALS APPROVAL
PRIOR TO PROCURING ANY MATERIALS. MATERIALS THAT HAVE NOT BEEN APPROVED BY THE
CITY OF REDMOND SHALL NOT BE ALLOWED ON THE PROJECT SITE.

6. ALL WORK SHALL BE CONSISTENT WITH UTILITY AGENCY REOUIREMENTS THE CONTRACTOR
SHALL CONTACT ALL PERTINENT UTILITY AGENCIE. URS BEFORE COMMENCING WORK,
AND SHALL COORDINATE WITH AFFECTED UTILITY AGENCIES THROUGHOUT THE PROJECT.

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO EXISTING UTILITIES.  THE
CONTRACTOR SHALL NOTIFY THE AFFECTED UTILITY COMPANY AND THE CITY OF REDMOND
IMMEDIATELY UPON DAMAGE.

8. EXISTING FEATURES TO REMAIN UNLESS OTHERWISE NOTED.

9. ALL CONDUCTORS FOR SIGNAL HEADS, LOOPS, PEDESTRIAN HEADS, PUSHBUTTONS, AND
STREET LIGHTS SHALL BE LABELED IN EACH JUNCTION BOX.

10. METHOD TO CAP REMAINING HOLES IN SIGNAL POLES SHALL BE APPROVED BY THE CITY OF
REDMOND INSPECTOR PRIOR TO IMPLEMENTATION.

11. ALL_NEW PUSHBUTTONS SHALL BE POLARA ENGINEERING ACCESSIBLE PEDESTRIAN BUTTON
STATION _ PART EN25ANO—B, EXCEPT THOSE WHERE THE PLANS REQUIRE AN AUDIBLE
MESSAGE SHALL BE PART NUMBER 'EN25ANT-B.

12. PEDESTRIAN ACCESS TO ALL_PED PUSHBUTTONS SHALL BE PROVIDED AT ALL TIMES, UNLESS
CITY APPROVED TEMPORARY TRAFFIC CONTROL PLANS PROVIDE OTHERWISE.

13. SALVAGE REMOVED SIGNAL EQUIPMENT TO THE CITY OF REDMOND AS REQUESTED, INCLUDING
PEDESTRIAN ~ SIGNA HEADS, PEDESTRIAN PUSHBUTTONS, PEDESTRIAN SIGNAL IOUNTS,
PEDESTRIAN PUSHBUTTON MOUNTS “AND "OTHER ITEMS AS REQUESTED. CONTRACTOR SHALL
DISPOSE OF ITEMS NOT DESIRED BY THE CITY.

21

22

23

24

-

-

il

L

BLANK BLANK
.\
— S

———— VEHICLE MOVEMENT
—~=~\— PEDESTRIAN MOVEMENT

25

26

27

28

SIGNAL & ILLUMINATION LEGEND

EXIST. NEW/RELOCATE DESCRIPTION

NOTE: THE ENGINEER SHALL REVIEW AND APPROVE
ALL SIGNAL POLE LOCATIONS PRIOR TO

X4l JUNCTION BOX TYPE 1,2,8 FOUNDATIONS INSTALLATION.
VEHICLE SIGNAL HEAD
——- PEDESTRIAN SIGNAL HEAD
SIGNAL POLE TYPE Il
O SIGNAL POLE TYPE PPB, PS
1 PUSHBUTTON

LOOP DETECTOR

MAST ARM MOUNTED SIGN
EMERGENCY PRE—EMPTION
DETECTOR

ROADWAY LIGHT STANDARD
—_———— CONDUIT/CONDUCTOR

CONTROLLER CABINET

SERVICE CABINET

Redmond Central Connector

1
CityofRedmond | Federq] AId No. CM—1065(011)

Transportation Engineering NorthWest

P h O S e L L Transportation Planning | Design | Traffic Impact & Operations
11400 SE 8th Street, Suite 200, Bellevue, WA 98004 | Office (425) 889-6747

City Project No. 200213714 Prject Contact: B Horson, P&

Phone: 425-250-5004

I i VEHICLE HEADS :62,81%,82*% :48 :68 PRE-EMPT <:> CONSTRUCTION NOTE 20
: : : : Pl = 21 & #6
BTG R, SOOI St e N - P2 =z a5 O s ="
CONTRACTOR TO' ENSURE_PROPER Ve s TYPE fi/Wl, PS *  PROGRAMMABLE HEADS ' P3 = 28 N\ WIRE NOTE SCALE IN_FEET
RELATIONSHIP BETWEEN THE SIGNAL OT T0 SCALE o RELOCATED PEDESTRIAN HEADS ON TYPE PS POLES SHALL USE TYPE D TOP MOUNTS. P4 = o4 [CALL BEFORE YOU DIG 1—800—424—5555 ]
C ﬂ TY O F’ P E D M O N DESIGN ENGR. DRAWN CHECKED BROJECT NO.
PUBLIC WORKS DEPARTMENT EMH EMH/JLS CTB/EMH TENW 4700
15670 NE 85TH STREET — REDMOND, WA 98073—9710 NO. REVSION CONMMENTS 5 T REVIEW DATE SlGNAL — —

PLAN 65 111

DRAWING NO.

0111016 January 2016 512




CONSTRUCTION NOTES

GENERAL SHEET LEGEND
_—— PROPERTY LINE
15600 —— ——— —— EXISTING RIGHT-OF-WAY
WESTQ';ZEOBsugl(';‘;SS PARK ~___ g6~ PROPOSED TOPO LINES, REFER TO CIVIL
RR R/W ‘ : R R/W
A I e WETLAND DELINEATION LINE
iy . -\ EXISTING TREES, TO BE SAVED AND
e AN 7 - B - ; - \ PROTECTED, REFER TO SITE PREP PLANS
(809 /PHASE ONE END POINT AT STA 674 B (_)l
o © =" MODIFY EXISTING TERMINAL POST —
o " /CONDITION TOLINE POST CONDITIO JLU MATERIALS SCHEDULE
B o - m SYMBOL  MATERIAL/ ELEMENT REFERENCE
%%/ CONNECTION TO EXISTING RCC PHASE ONE & 0 == /’ o 0o — H
AN TRAIL, FIELD VERIFY LOCATION OF TRAIL -
4400 5100 7 A CENTER LINE FOR TRAIL CLEARANCE \ ) CRUSHED ROCK PATH 11609
- = - + - — 4 - - — - - — — - | = |— -l L
=z .+ 7| CONCRETEPAVING 2| 6.09
O — :
- \ T == CONCRETEPAVING TYPE2-FLUSHTE 3 | 6.09
— /o \earErvRal - =
- ~—\ 609 JBEGINSTA6+64 <
- ( ) — URBAN DESIGN ELEMENTS
- B )
) N ) ) @©© 270 3 MAN SIZE (MINIMUM) LANDSCAPE
E e BOULDERS. RECLAIM FROM SITE PREP IF
———— - T ~—— AVAILABLE.
) g ~ -
‘ S B - X CHAINLINK FENCE, BLACK COATING (MATCH
\ - — PHASE 1)
. . -~ T — 0 O — SAFETY RAIL: CEDAR POST WITH SS CABLES
RR R/W | (MATCH PHASE 1)
(O TRASHRECEPTACLE (REFERTO SPECS)
<N N N\
e / \
/ - /
N y
( / ) N
//' \
N
. LAYOUT NOTES (URBAN DESIGN)
AN 1. TRAIL LAYOUT AND CONTROLS PER CIVIL DRAWINGS.
i N - 2. ALLLAYOUT OF FLUSH TIES' PER URBAN DESIGN PLANS
RR R ——— et WA 3. ALLTIES SHALL MATCH SLOPE AND BE FLUSH WITH TRAIL
\ O\ ‘ WHEN ADJACENT. SLOPE SHALL CONTINUE WHERE TIE
S LIGHTING & ELEC EQUIP , TYP. N e i 1y EXTENDS FROM TRAIL.
_ 8 \CHAINLINK FENCE -~ - '/ __(REFERTO ILLUMINATION) . va / o \ | 1o 4. ALLTIES SHOWN ON ANY SHEET SHALL BE PARALLEL UNLESS
L /609 JBEGINSTAB+40 T T T IR \ | ) NOTED OTHERWISE
> - e — TRASH RECEPTACLE ', © 5. CONFIRM SAFETY RAIL OFFSET FROM TRAIL CENTERLINE ALL
O = —(REFER TO SPECS) | . ALL LAYOUT AND CONTROL POINTS FOR TRAIL CLEARANCE.
- - (5 POINT OF
2 % — ; TANGENT
|1 ] END OF
L V) _ D CURVE
Z | B NN EEEEEN: LU
7 J——— |1 | | ( \ -
I 9 ETYRAL — \ 2 _\CONCRETE PAVING (TYPE 1) I | | . . \ AN \ \ ' ) Z
| 6.09 — R — J )
I 009 JEND ST 8+45 ,{:4}7 — — ---- -----------*_----- — WILLOWS RD
o ’ FLUSH TIE (REFER TO CIVILK=—=1-— r\é)—/ i
O - - 8 HAINLINK FENCE mCONCﬁETEPAVWG‘Tmef A y N\ Us ( o¢ \/\ T I ﬁ%\/ k
— 6.09 JBEGINSTA8140 — _ U FLUSHTIE [ “ ‘ CONCRETE PAVING TYPE 2 N\ O e
<l e — = - - | 609 - FLUSH TIE, el
= FLUSH TIE (REFER 70 CIVILy - - | | Lo [N ) <
- | ‘ ‘ \ /
WALL, TYP. (REFER TO CIVIL) ( R “ . — _ / S
= —X— —x— XXX | | AN ] |
—— — - N L - _ SAMMAMISH KEY MAP - oot 95TH
= 1 o ‘ | [N RR R /W . RIVER
| | = I E
| \ © =
; ‘ | || [
| I .
(e} J | [ | [
VACANT w 20 0 20’ 40’

QUINTON 83DMALL LLC

( 719890-0060 ) SCALE

A ™ e ™

IN FEET

|CALL BEFORE YOU DIG 1—800—424—5555.
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CONSTRUCTION NOTES

GENERAL SHEET LEGEND
—_—— PROPERTY LINE
— — — EXISTING RIGHT-OF-WAY
o ~—~ ) N 7\:\7~
i 7{_8 \CHAINUINK ) ~ N IR ~___g— —— PROPOSED TOPO LINES, REFER TO CIVIL
| 6% FENG—:J, o3 AL ) a9 | - == == WETLAND DELINEATION LINE
- 1 RETAINING WALLS S

=1 ¥ (REFER TO OMID) ‘ EXISTING TREES, TO BE SAVED AND
OL I ™Y PROTECTED, REFER TO SITE PREP PLANS
S B —~J3

O (REFER TO SPECS) . - JO

~_( ~\ \ . N \
= s e /| N \yfk‘ijizf MATERIALS SCHEDULE
- A 809 JFENCE NN SYMBOL  MATERIAL/ ELEMENT REFERENCE
o) : C—"enp) - Ja
= — \ ro N ¢ <

L — - \\\\ \ N \/  LLI _

LU — > , lLI -2-2|  CRUSHED ROCK PATH 11609
w . e ~ 100 3 L) o

wl LIGHTING & ELEC EQUIP , TYP = 10’ Ly N

_ (REFER TO ILLUMINATION) — - = = .+ | CONCRETE PAVING 2] 609

=z i - =
il i I“ =2 CONCRETE PAVING TYPE2- FLUSHTIE 3| 6.09

S

8400
_ WESTPARK
( 022505-9027 )

URBAN DESIGN ELEMENTS

W 2TO 3 MAN SIZE (MINIMUM) LANDSCAPE

BOULDERS. RECLAIM FROM SITE PREP IF
. AVAILABLE.
. X - CHAINLINKFENCE, BLACK COATING (MATCH
8345 PHASE 1)
) _ WESTPARK . — 0 O — SAFETY RAIL: CEDAR POST WITH SS CABLES
(0225059189 ) (MATCH PHASE 1)

O TRASH RECEPTACLE (REFER TO SPECS)

7950
CASCADE PLAZA RETIREMENT CENTER
( 022505-9157 )

LAYOUT NOTES (URBAN DESIGN)

TRAIL LAYOUT AND CONTROLS PER CIVIL DRAWINGS.
2. ALL LAYOUT OF 'FLUSH TIES' PER URBAN DESIGN PLANS
3. ALLTIES SHALL MATCH SLOPE AND BE FLUSH WITH TRAIL
WETLAND &H[E’:‘Sgég%%\ﬁgiﬁpr SHALL CONTINUE WHERE TIE
FVDErLI/NE\AT‘ON LINE 4. ALL TIES SHOWN ON ANY SHEET SHALL BE PARALLEL UNLESS
T NOTED OTHERWISE
5. CONFIRM SAFETY RAIL OFFSET FROM TRAIL CENTERLINE ALL
ALL LAYOUT AND CONTROL POINTS FOR TRAIL CLEARANCE.
Z i T e : e —r1] Talenr
' : — =~ e =g T ‘ : T T
§§ ——— : : = — Sy N
A ~ L aHminG & eLEG EQup TYP. 7 o
O o (REFER TO ILLUMINATION) .
——— ©
& o
—rz_n Qg WILLOWS RD
) — T~ - , 7
b o i S s o ] SAMMAMISH KEY MAP — eom™ 95TH
% A R G =5 ¢ Z RIVER
o - ( ;] AT oy S
< L
m 8345 @)
’ WESTPARK \\ SN Iﬂ'\ 20° o 20’ 40’
(" 022505-9189 ) € :
lrllllllIIllllllllllIlllIlIllIllllIlIllIlIllllllllllllllllllllllllql B TS " o N FeeT
[CALL BEFORE YoU DIG 1—aoo—424—5555.
C|'H’Y OF QEDMON D DESIGN ENGR. DRAWN CHECKED : CROJECT NO.
B,/GM SL/MM oM 20134726.00
PUBLIC WORKS DEPARTMENT
15670 NE BSTH STREET — REDMOND, WA 98073-9710 -~ PARTNERSHIP NO. REVISION _COMMENTS BY | REVIEW | DATE HARDSCAPE/URBAN DESIGN SHEET: oF
Redmond Central Connector uberger PLANS 87 111
Phase | HenmiGiobl Pertrer T8
. 11241 ;ﬁlvltcws2 Of((]oad NE 'S;Qa:ﬂit‘h Vﬁ/\\% gvmg 206 325 6877 ipcom LANDSéfPEENASFEgHIYECT
P roje ct No. 20021314 gmgd;}g;gmggm '
CityofRedmond | Federgl Aid No. CM—1065(011) P, (42 B ST

. A
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WETLAND DELINEATION LINE

CONSTRUCTION NOTES

GENERAL SHEET LEGEND

PROPERTY LINE

EXISTING RIGHT-OF-WAY

MATERIALS SCHEDULE

~___ g6~ PROPOSED TOPO LINES, REFER TO CIVIL
————— WETLAND DELINEATION LINE

™S EXISTING TREES, TO BE SAVED AND

. - jfi\'/ PROTECTED, REFER TO SITE PREP PLANS

MATCHLINE SEE DWG 6.02

RETAINING WALL

— LIGHTING & ELEC EQUIP , TYP.
i (REFER TO ILLUMINATION)

(REFERTO CIVIL, TYP) = ———

SYMBOL  MATERIAL/ ELEMENT REFERENCE
CRUSHED ROCK PATH 11]6.09
e CONCRETE PAVING 2| 6.09
§ CONCRETE PAVING TYPE 2- FLUSHTIE 3 | 6.09

“MATCHLINE SEE BELOW

URBAN DESIGN ELEMENTS

W 2TO 3 MAN SIZE (MINIMUM) LANDSCAPE
BOULDERS. RECLAIM FROM SITE PREP IF

AVAILABLE.

X ———  CHAINLINK FENCE, BLACK COATING (MATCH
PHASE 1)

SAFETY RAIL: CEDAR POST WITH SS CABLES
(MATCH PHASE 1)

—O0

O TRASH RECEPTACLE (REFER TO SPECS)

LAYOUT NOTES (URBAN DESIGN)

1. TRAIL LAYOUT AND CONTROLS PER CIVIL DRAWINGS.

ALL LAYOUT OF FLUSH TIES' PER URBAN DESIGN PLANS
ALL TIES SHALL MATCH SLOPE AND BE FLUSH WITH TRAIL
WHEN ADJACENT. SLOPE SHALL CONTINUE WHERE TIE
EXTENDS FROM TRAIL.

[AEN)

1= 4. ALLTIES SHOWN ON ANY SHEET SHALL BE PARALLEL UNLESS
1N o NOTED OTHERWISE
> © 5. CONFIRM SAFETY RAIL OFFSET FROM TRAIL CENTERLINE ALL
ALL LAYOUT AND CONTROL POINTS FOR TRAIL CLEARANCE.
8 O [F7] PONTOF
PT
< ; TANGENT
a) END OF
L CURVE
L L
w L
wl- - LIGHTING;ELE’(VZVVEQUV\I;, Ve, ®
P ) R (REFER TO ILLUMINATION) LU
| [ T RETAINING WALL Z
5 \ B - - B ] (REFERTO CVIL, TYP) -I___| WILLOWS RD
[ I = @)
< ~
S RROR/W 8" CHAINLINK FNC <€
= SAMMAMISH KEY MAP — eom™ 95TH
RIVER
, 8501
! MAC TOWING 20 v 20 40
(022505-9229 ) HORZ.
SCALE IN FEET
\\\ AN |CALL BEFORE YOU DIG 1—800—424—5555.
Cl ILIUCQ/ERKBDEP@R%Q\JN D DES?BN/GEMNGR Zijm CHEGCMKED 2(2??5%986
15670 NE 85TH STREET — REDMOND, WA 98073-9710 - PARTNERSHIP NO. REVISION COMMENTS BY | REVIEW | DATE HARDSCAPE/URBAN DESIGN SHEET: oF:
Redmond Cpehntrol ||Cormector =—— uber PLANS 68 111
P . t N G S 62 O O 2 1 3 1 4 11241 ;{i{ltowszof((]oad NE 's;%:‘gt‘hv@ngm 206 325 6877 ipcom LMD:;L‘E:E&SFEE:YEG DRAWING NO.
rOJ ecC 0. llji}e‘dmond.mWaeshmgton 98052 [ T
K A one: (425) 822-4446 o
CityofRedmond | Federgl Aid No. CM—1065(011) B i) January 2016 6.03
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Redmond, Washington 98052
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www otak.com
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LICENSE NO. 730
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CONSTRUCTION NOTES
WILLOW'S ROAD
GENERAL SHEET LEGEND
- PROPERTY LINE
— — — EXISTING RIGHT-OF-WAY
~___g—— PROPOSED TOPO LINES, REFER TO CVIL
————— WETLAND DELINEATION LINE
o] § -\  EXISTING TREES, TO BE SAVED AND
o ; . == PROTECTED, REFERTO SITE PREP PLANS
© O
—
o L MATERIALS SCHEDULE
; m SYMBOL  MATERIAL/ ELEMENT REFERENCE
o 1N
H ,,,,, . | HJ) F-=22] crusten rock paTH 11609
0 e T N e | e 11 i
Wil L,‘;EEQRNE ﬁﬁjﬁﬁgﬁlm P zZ .+ 7|  CONCRETE PAVING 2] 6.09
o WETLAND DELINEATION LINE ( Ol ON) 5 /
j e e o - T — CONCRETE PAVING TYPE2- FLUSHTIE 3 | 6.09
. : . | O
|(_) ) 6’ CHAINCINKFNG. T — ] LN lz
<[ 1 - S o Yo RR R ’T’E
S URBAN DESIGN ELEMENTS
- @@© 270 3 MAN SIZE (MINIMUM) LANDSCAPE
BOULDERS. RECLAIM FROM SITE PREP IF
AVAILABLE.
8547 8660 X CHAINLINK FENCE, BLACK COATING (MATCH
PHASE 1)
REDMOND TRANS.
( 022505-9118 ) FAHMWFFEE — 0 O —— SAFETY RAIL: CEDAR POST WITH SS CABLES
\_MEeevvy Yo ) 022505-9171 (MATCH PHASE 1)
() TRASH RECEPTACLE (REFERTO SPECS)
EXISITNG BUSINESS SIGN
WETLAND DELINFATION LING — TO BE RELOCATED TO WILLOW'S ROAD
77777 - WILLOWS ROAD EDGE ——
REFER TO CIVIL) -\ -
(EFERTO VD o LAYOUT NOTES (URBAN DESIGN)
_________ s 1. TRAIL LAYOUT AND CONTROLS PER CIVIL DRAWINGS.
2. ALLLAYOUT OF FLUSH TIES PER URBAN DESIGN PLANS
3. ALLTIES SHALL MATCH SLOPE AND BE FLUSH WITH TRAIL
WHEN ADJACENT. SLOPE SHALL CONTINUE WHERE TIE
777777 gnglNcgET;iE R S EXTENDS PROW THAL
‘ 4. ALLTIES SHOWN ON ANY SHEET SHALL BE PARALLEL UNLESS
L 2-FLUSHTIE A\ ! (@) NOTED OTHERWISE
> . / © 5. CONFIRM SAFETY RAIL OFFSET FROM TRAIL CENTERLINE ALL
O ™~ g o g ALL LAYOUT AND CONTROL POINTS FOR TRAIL CLEARANCE.
na] B | Y] R B @) POINT OF
< < — — — ; TANGENT
N a - P _ 421,00_ — _] O END OF
N N j% + ! CURVE
LU - = . I — 1
DfF———— SN % Ll
wF - -, s LIGHTING & ELEC EQUIP, TYP w
s REFER TO ILLUMINATION
=Z \ . g ) L
— N =
Il . \\ & : 1 WILLOWS RD
< I "’ — B (o e (- = S\
= \ ) — B — RR R/W <§E
2 "\ CONCRETE PAVING (TYPE 1 Egg’;TgF@ ? SAMMAMISH KEY MAP — eom™ 95TH
\8o%/ DRIVEWAY = RIVER
/3 \CONCRETE PAVING TYPE 2
8710 @- FLUSH TIE
NORTHWEST STONE e 14955 - . - o
(022505-9197 ) GEORGE BELL PROPE| .
720170-0095 ‘/x SCALE IN FEET
|CALL BEFORE YOU DIG 1—800—424—5555.
C | 'H’Y O F Q E D M O N D DESIGN ENGR. DRAWN CHECKED CROJECT NO.
TB/GM SL/MM GM 20134726.00
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WETLAND DELINEATION LINE

WILLOW'S ROAD

| o

mQOTH STREET PAVING

/ 6.40 /LAYOUT (SOUTH)
8 B N B B N B § 5 W B -

L N N F

3

"] PT: 45+42.20

MATCHLINE SEE DWG 6.04

RR R/W

K LIGHTING & ELEC EQUIP , TYP.

(REFER TO ILLUMINATION)

/\/E |
%, 7“/\/ Sy |

- -y

AN

/1 "\ 9oTH STREET PAVING

LAYOUT (NORTH)

~

CONSTRUCTION NOTES

GENERAL SHEET LEGEND

PROPERTY LINE

——  EXISTING RIGHT-OF-WAY

- RR R/W
_ Z & g § B B 5§ |
i

N\
~

14955
GEORGE BELL PROPERTIES

M

RON

0

~___¢s— PROPOSED TOPO LINES, REFER TO CIVIL
————— WETLAND DELINEATION LINE
NV’ EXISTING TREES, TO BE SAVED AND
' =) PROTECTED, REFERTO SITE PREP PLANS
./ MATERIALS SCHEDULE
SYMBOL  MATERIAL/ ELEMENT REFERENCE
E ---|  CRUSHED ROCK PATH 11609
.+ | CONCRETE PAVING 2] 6.09

s

CONCRETE PAVING TYPE 2 - FLUSH TIE 36.09

URBAN DESIGN ELEMENTS

o

2TO 3 MAN SIZE (MINIMUM) LANDSCAPE
BOULDERS. RECLAIM FROM SITE PREP IF
AVAILABLE.

CHAINLINK FENCE, BLACK COATING (MATCH
PHASE 1)

—O0

0 SAFETY RAIL: CEDAR POST WITH SS CABLES
(MATCH PHASE 1)

WILLOW'S ROAD

WETLAND DELINEATION LINE

O TRASH RECEPTACLE (REFER TO SPECS)

LAYOUT NOTES (URBAN DESIGN)

TRAIL LAYOUT AND CONTROLS PER CIVIL DRAWINGS.

2. ALLLAYOUT OF FLUSH TIES' PER URBAN DESIGN PLANS
3. ALLTIES SHALL MATCH SLOPE AND BE FLUSH WITH TRAIL
e WHEN ADJACENT. SLOPE SHALL CONTINUE WHERE TIE
et a—————— s EXTENDS FROM TRAIL.
e ——————— 4. ALLTIES SHOWN ON ANY SHEET SHALL BE PARALLEL UNLESS
B NOTED OTHERWISE
) ) B B _ 5. CONFIRM SAFETY RAIL OFFSET FROM TRAIL CENTERLINE ALL
1= . © ALL LAYOUT AND CONTROL POINTS FOR TRAIL CLEARANGE.
. o POINT OF
(INC/| (8 \CHAINUKK FENGE. " . ~—.PT
|BYE 7 \80%JCORNER STAd9l1g © TANGENT
[ === END OF
A PN | W — — ~—.Ec
S/ ("8 “\CHANLINK FENGE: o CURvE
g NG05JEND STA 29425, — ) _ ;
— )
— 4 - - — — -—uw
—— L
w
= WILLOWS RD
& ("8 \CHANLINK FENCE _Z._
) ~\ 609 /END STA 49-+25 . |
E)HAINLINK‘;FENCE’: :(E) )
- SAMMAMISH KEY MAP — eom™ 95TH
,' <§[ RIVER
14980 20’ o 20° 40
BUILDING SPECIALTIES HORE CAlE N reeT
‘ M : |CALL BEFORE YOU DIG 1—800—424-—5555.
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WETLAND DELINEATION LINE —,

WILLOW'S ROAD

AVMIAIHA

€09 OMAd 335 IANI'THOLVIN

ARENA SPORTS
(_ 022505-9112 )

/3 "\ CONCRETE PAVING TYPE 2
6.09 /- FLUSH TIE

\
( \

mCONCRETE PAVING (TYPE 1)

6.09 N

CONSTRUCTION NOTES
GENERAL SHEET LEGEND

PROPERTY LINE

—— ——— —— EXISTING RIGHT-OF-WAY

~___ g6~ PROPOSED TOPO LINES, REFER TO CIVIL
————— WETLAND DELINEATION LINE

"/ EXISTING TREES, TO BE SAVED AND
PROTECTED, REFER TO SITE PREP PLANS

MATERIALS SCHEDULE

SYMBOL  MATERIAL/ ELEMENT REFERENCE
“--Z|  CRUSHED ROCK PATH 11609
.+ | CONCRETE PAVING 2] 6.09
"= CONCRETEPAVING TYPE2-FLUSHTE 3| 6.9

URBAN DESIGN ELEMENTS

@@@ 2TO 3 MAN SIZE (MINIMUM) LANDSCAPE
BOULDERS. RECLAIM FROM SITE PREP IF
AVAILABLE.

CHAINLINK FENCE, BLACK COATING (MATCH
PHASE 1)

0 SAFETY RAIL: CEDAR POST WITH SS CABLES
(MATCH PHASE 1)

—O0

O TRASH RECEPTACLE (REFER TO SPECS)

WILLOW'S ROAD
LAYOUT NOTES (URBAN DESIGN)
1. TRAIL LAYOUT AND CONTROLS PER CIVIL DRAWINGS.
2. ALLLAYOUT OF FLUSH TIES' PER URBAN DESIGN PLANS
3. ALLTIES SHALL MATCH SLOPE AND BE FLUSH WITH TRAIL
N A WHEN ADJACENT. SLOPE SHALL CONTINUE WHERE TIE
——— — — ’8 4. ALL TIES SHOWN ON ANY SHEET SHALL BE PARALLEL UNLESS
Tl
iL/ S e S ol © 5. CONFIFM SARETY FAIL OFFSET FROM TRAIL CENTERLINE ALL
O o} ™\ PROPOSED TOPO ) é’l - ] ALL LAYOUT AND CONTROL POINTS FOR TRAIL CLEARANCE.
LANDSCAPE (REFERTO CIVL) “ ©) POINT OF
BOULDER & ; TANGENT
— a e
L
L
wn
L
p4
_I WILLOWS RD
I
O
=
< &
E /
SAMMAMISH KEY MAP — eom™ 95TH
RIVER
14783 20 0 20 40
QUAD 95 AT WILLOWS HoRZ
(1 943050-0032 ) © SCALE IN FEET
|CALL BEFORE YOU DIG 1—800—424—5555.
C|'H'Y OF QEDMON D DESIGN ENGR. DRAWN CHECKED CROJECT NO.
TB/GM SL/MM GM 20134726.00
PUBLIC WORKS DEPARTMENT
15670 NE 5TH STREET — REDMOND, WA 980739710 - PARTNERSHIP NO. REVISION_COMMENTS BY [ REVIEW | DATE HARDSCAPE/URBAN DESIGN or:
Redmond Central Connector uberger PLANS 71 111
P h O S e | | 11241 W‘Gllbba'R d NE 1721 8th Ave N 206 325 6877 W:;c:"ﬁGizN
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WILLOW'S ROAD

/"1 \esTH STREET
\ 842 JLAYOUT (S0UTH)
~r s T P FEFERE TR EREES

PROPOSED TOPO!
(REFER TO CIVIL) W

_MATCHLINE SEE DWG 6.06

LANDSCAPE BOULDERS IN
THIS AREA SHALL BE FLAT
TOPPED (REFER TO 2/6.11)

BLACK RAVEN BREWING COMPANY

(' 943050-0031 )

| Y

("1 \osTH STREET
W LAYOUT (NORTH)

B N B N N N B N §N § N B §N §N 3

—

P a3l

*iiiiiiiiiiii‘,iiiiipipgii,

WILLOWS BUSINESS CENTER
(1943050-0022 )

MATCHLINE SEE BELOW

CONSTRUCTION NOTES

GENERAL SHEET LEGEND

PROPERTY LINE

EXISTING RIGHT-OF-WAY

PROPOSED TOPO LINES, REFER TO CIVIL
WETLAND DELINEATION LINE

EXISTING TREES, TO BE SAVED AND
PROTECTED, REFER TO SITE PREP PLANS

MATERIALS SCHEDULE

SYMBOL  MATERIAL/ ELEMENT REFERENCE
“--Z|  CRUSHED ROCK PATH 11609
.+ | CONCRETE PAVING 2] 6.09
"= CONCRETEPAVING TYPE2-FLUSHTE 3| 6.9

URBAN DESIGN ELEMENTS

—O0

o—

WETLAND DELINEATION LINE

WILLOW'S ROAD

o

2TO 3 MAN SIZE (MINIMUM) LANDSCAPE
BOULDERS. RECLAIM FROM SITE PREP IF
AVAILABLE.

CHAINLINK FENCE, BLACK COATING (MATCH
PHASE 1)

SAFETY RAIL: CEDAR POST WITH SS CABLES
(MATCH PHASE 1)

TRASH RECEPTACLE (REFER TO SPECS)

LAYOUT NOTES (URBAN DESIGN)

1. TRAIL LAYOUT AND CONTROLS PER CIVIL DRAWINGS.

2. ALL LAYOUT OF FLUSH TIES' PER URBAN DESIGN PLANS

3. ALLTIES SHALL MATCH SLOPE AND BE FLUSH WITH TRAIL
WHEN ADJACENT. SLOPE SHALL CONTINUE WHERE TIE
EXTENDS FROM TRAIL.

CityofRedmond

W A S HINGT ON

= — —t— —— — Y : e — — AN 4. ALLTIES SHOWN ON ANY SHEET SHALL BE PARALLEL UNLESS
L ,e ggm&g‘g@g R4~ : L i ] O 5. ggLEF?RSAT;AEEgVT‘VS EAIL OFFSET FROM TRAIL CENTERLINE ALL
> | [ ‘ __\ N\ i ©O ALL LAYOUT AND CONTROL POINTS FOR TRAIL CLEARANGE.
O 5 _ g ) ]
(8 \CHANLINK FENCE = o 10 POINT OF
(a8 gggll,\l\‘ER STA 65+0.57 _ " ; TANGENT
< _ END OF
v/ 8 \CHAINLINK FENCE ,JL )] CURVE
LL i @ END STA|65+13 L
L & ‘ - I —
L N | - = ) 66+00 b7400 %
L — — — - t — — - — - + — — 4
=z — L
=5 — — — =Z
= WILLOWS RD
z ' T
(@) =
— ) L TRASH RECEPTACLE O
< L, g,:g'g‘%f’;ﬁ (REFER TO SPECS) |<—E
= W \aumro: —
gg’é‘ﬁt&’“?&fg?f@ 57 L B = i "/ = SAMMAMISH KEY MAP - oot 95TH
| N\ N\ / 9 7 RIVER
5 o S gt o oe==—ct="""""—" S~ e ST L hnel
14640 \Z o
‘ 14570 20° o 20° 40’
WILLOWS BUSINESS CENTER 2 WILLOWS BUSINESS CENTER ons
(1 943050-0022 ) “ (" 943050-0021 ) SCALE IN FEET
! |CALL BEFORE YOU DIG 1—800—424—5555.
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CONSTRUCTION NOTES

U
WILLOW'S ROAD GENERAL SHEET LEGEND
- PROPERTY LINE
WETLAND DELINEATION LINE ——————————— — — — EXISTING RIGHT-OF-WAY
BOLLARD(S) 45— PROPOSED TOPO LINES, REFER TO CIVIL
(REFER TO CVIL)
————— WETLAND DELINEATION LINE
© \/  EXISTING TREES, TO BE SAVED AND
o —% PROTECTED, REFER TO SITE PREP PLANS
. ; I\
© O
0 7 d MATERIALS SCHEDULE
= oM SYMBOL  MATERIAL/ ELEMENT REFERENCE
LI L 2227 CRUSHED ROCK PATH 11609
HJ) 7] o
TN % 4+ | coNCRETE PAVING 2 6.09
= =
7 :I—:I == CONCRETEPAVING TYPE2-FLUSHTIE 3| 609
5 ) [ v 2
3 \CONCRETE PAVING TYPE 2 | [ e e TRASH RECEPTACLE =
|2 \E09/- FLUSHTEE 3 (REFER TO SPECS) <
A1
{2 \concreTe pavinG AT = URBAN DESIGN ELEMENTS
> 509 /SAWCUT SCORES @ 2-0' 0.C. A
\ / | )
\ = ‘ S 270 3 MAN SIZE (MINIMUM) LANDSCAPE
S VR B — 9@© BOULDERS. RECLAIM FROM SITE PREP IF
o Y, “N AVAILABLE.
M\
| o= X CHAINLINK FENCE, BLACK COATING (MATCH
) VACANT PHASE 1)
WILLOWS BUSINESS CENTER PUQ%ERGY 0 O — SAFETY RAIL: CEDAR POST WITH SS CABLES
Ve L ( _ ) MATCH PHASE 1
(_ 943050-0021 ) ouerEe IO ( )
() TRASH RECEPTACLE (REFERTO SPECS)
LAYOUT NOTES (URBAN DESIGN)
WILLOW'S ROAD 1. TRAIL LAYOUT AND CONTROLS PER GIVIL DRAWINGS.
WETLAND DELINEATION LINE — 2. ALLLAYOUT OF FLUSH TIES' PER URBAN DESIGN PLANS
3. ALLTIES SHALL MATCH SLOPE AND BE FLUSH WITH TRAIL
WHEN ADJACENT. SLOPE SHALL CONTINUE WHERE TIE
- - EXTENDS FROM TRAIL.
. — 4. ALLTIES SHOWN ON ANY SHEET SHALL BE PARALLEL UNLESS
‘ / RR NOTED OTHERWISE
e e ————— A N A A e ——— - 5. CONFIRM SAFETY RAIL OFFSET FROM TRAIL CENTERLINE ALL
E — — ’ / ALL LAYOUT AND CONTROL POINTS FOR TRAIL CLEARANCE.
- /
- N POINT OF
8 N\ TANGENT
i . END OF
<t i = ECl curve
m 1| m
— I o -
] 1l S
LLJ - 1 I (@)
p I 2
—_ \ I
:I_:l ,,,,,,,,, o || 3‘1; 3 WILLOWS RD
s = I N
O & 1 ‘ ‘ P
— & /]
N I ' h SAMMAMISH KEY MAP - oot 95TH
RIVER
E - Fo- . . 20 o 20 40
9900 HORZ.
SCALE IN_FEET
|CALL BEFORE YOU DIG 1—800—424—5555.
C|'H'Y Ol__ QEDMON D DESIGN ENGR. DRAWN CHECKED CROJECT NO.
TB/GM SL/MM GM 20134726.00
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15670 NE 85TH STREET — REDMOND, WA 98073-9710 NO. REVISION COMMENTS BY REVIEW DATE HARDSCAPE/URBAN DES'GN
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ADJACENT CONDITIONS
VARY, SEE PLANS

VARIES, SEE LAYOUT

a\

o
™~
2

@4»
JVAV

ig

<

Py ] N
i

4‘
o
4

p:

O]
G
?g

S
e
/;j S

PAVING JOINTS

BROOM FINISH

ADJACENT TOPSOIL, MULCH OR
CRUSHED ROCK PAVING, SEE

3/8" MINUS CRUSHED ROCK,
LIMESTONE OR GRANITE =
FINES REFER TO PLANS,

INSTALL AND COMPACT &
SEPARATELY IN (2) 2" LIFTS

5/8" MINUS
CRUSHED ROCK

95% COMPACTED
SUBGRADE

5/8" MINUS CRUSHED
ROCK COMPACTED TO 95% (TYP.)

95% COMPACTED SUBGRADE

OR UNDISTURBED NATIVE SOIL (TYP.)

TYPE 1: PERPENDICULAR TO TRAIL CENTERLINE
TYPE 3: PERPENDICULAR TO WILLOWS ROAD

2-0"TYP.

] L

— NN\

CIP CONCRETE BAND. PRIOR TO STA
12+50 BAND SHALL HAVE NO COLOR
AND TROWEL FINISH. AFTER STA
12+50 BAND SHALL HAVE COLORED
CONCRETE; DAVIS PEWTER COLOR
860 OR EQUAL AND MEDIUM BROOM
FINISH PARALLEL TO LENGTH OF TIE
REFER TO SPECS.

COLD JOINT

ADJACENT PAVING VARIES

TP

#4 REBAR CNTRD. @ 10" 0.C.
EA. WAY. 13'MIN. CLR

ssistizsin s

%‘%ﬁé’i

==

2 MINUS CRUSHED ROCK
COMPACTED TO 95%, 4"
DEPTH

}———95% COMPACTED SUBGRADE
OR UNDISTURBED NATIVE SOIL

CONTROL JOINT:

COLD JOINT:
W/ 1/4" TOOLED

SCORE JOINT (PATTERN JOINT):

EXPANSION JOINT:

MEETS ALL VERTICAL SURFACES

MARKS).

3/16" SAWCUT JOINT (SEE PLANS)

RADIUS WITHOUT SHINER (NO TOOL MARKS),TYP.

3/16" SAWCUT, 3/4" DEPTH. SEE PLANS
(SEE PLAN FOR SCORING PATTERNS)

ADJ. SURFACE VARIES, SEE PLANS

3/8" WIDE PER 18-14.3 (3). USE WHERE SLABS

AND AS

INDICATED ON PLANS. 3/16" TOOLED RADIUS
ON SLAB EDGE WITHOUT SHINER (NO TOOL

1 CRUSHED ROCK PATH ) CONCRETE PAVING (TYPES 1 & 3) 3 CONCRETE PAVING TYPE 2 - FLUSH TIE 4 PAVING JOINTS
SCALE:. 112 = 10’ SCALE. 112 =10 SCALE:. 112 = 10 SCALE. 112 =10
270 3 MAN BOULDER. CASCADE
3 GRANITE OR SALVAGED FROM
= SITE IF AVAILABLE. FIELD LOCATE
2 W/ PROJECT ENGINEER.
s
o
= ADJAGENT CONDITIONS VARY
o
N—
. -
= - COMPACTED 5/8' MINUS
. CRUSHED ROCK BASE
©
J AT
— || [=—HH————95% COMPACTED
—Il= SUBGRADE OR
il UNDISTURBED NATIVE SOIL
LANDSCAPE BOULDER
SCALE. 1= 10’
8-0'0.C
LINE POST CAP TOP RAIL (TOP RAIL SHALL BE PRE FABRICATED TO ‘ ‘
MEET RADII IF CURVATURE IS LESS THAN 200) TERMINAL POST- 100' MAX. TO NEXT LINE POST AND TERMINAL POSTS: 6' @ WOOD.
L 6 TP, , ZIDUNEPOST o FABRIC: FUSED BONDED _/TERM\NAL POST. IF TERMINAL POST OCCUR W/N P e HoLES Fon
1 1 VINYL, COLOR BLACK _ LINE THEN PROVIDE POST BRACING ON EA. SIDE S EHCTION fote pres ThROUGH
<~ pOSTCAP - - © o _
=, T CORNER/END POST o \
e SRR " @vERY OTHER POS) ™7 -POST CONNECTION: 4" JAW AND THREADED
er SRR TENSION BAND ROD TURNBUCKLE ASSEMBLY
Ec SRS
28 ot ot o totesetots TENSION BAR ————— —— < -
[T o
56 :Q:Q:‘:Q:Q:Q:Q:Q:Q:’:‘:‘:Q:0:0:0:0:0:0:0:0:0 FINISHED GRADE ° POST BRACING: #' JAW AND JAW CABLE: § GALV. IWRC WIRE ROPE
5 S IS TOP OF WALL CRUSHED CONCRETE TURNBUCKLE ASSEMBLY. CONNECT TO —
29 SR ROCK PAVING POST W/ THREADED EYE BOLT.
=9 0% % %0 %% B PAVING
\ [y FINSHED GRADE
BRACE ANCHORING: SPELTER SOCKET W/ COMPACTED CRUSHED ROCK FOOTING:
) JAW END. ANCHOR TO CONG. FTG. W/
FENCE ELEVATION 1.25"ID BOTTOM RAIL & THREADED EYE BOLT W/ NUT AND WASHER
& CONGRETE FOOTING: CLASS
- o “C* CONCRETE FOOTING
jﬁL CONCRETE E .
CONCRETE o FOOTING
NOTE: FOOTING 1-6'Q NOTES:
Sceen T ALL HARDWARE TO BE GALVANIZED STEEL
REFER TO SHEET 321 FOR POST |NSTALLAT|ON POST SECT'ON @ POST SECTION @ 2. ALL THREADED RODS, EYE BOLTS NUT AND WASHERS TO BE #' SIZE.
3. CONTRACTOR TO SUBMIT SHOP DRAWINGS PRIOR TO CONSTRUCTION
CONDITIONS @ WALL LOCATIONS CRUSHED ROCK PAVING CONCRETE PAVING 4 ALLNUTS TO BE LOCKNUTS WITH LOCKING WASHERS
8 CHAINLINK FENCE 9 SAFETY RAIL 5. LOCATE POSTS 9" 0.C. FROM EDGE OF WALL WHERE POSTS ARE ADJ. TO WALLS
SCALE. 12 =10 SCALE. 12 =10
|CALL BEFORE YOU DIG 1—800—424—5555.
C|'H'Y OF QEDMON D DESIGN ENGR. DRAWN CHECKED CROJECT NO.
TB/CM SL/MM GM 20134726.00
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EAST SIDE SLOPE

PLANTING SOIL, TYP. (REFER TO SPECS)

95% COMPACTED SUBGRADE OR
UNDISTURBED NATIVE SOIL

4.0
SHALLOW
SWALE

7777773 Z
NG IR TS AI NN LT O I DA\ hho O Y 2

Z 7
XTI G T A AN,

TRAIL & SHOULDERS
(REFER TO CIVIL)

SCALE:  1/4"=1-0"

@ SECTION @ LANDFORM

1-6'TO 1-10"

3.6'TO 4-0" REFER TO PLANS

EQ +/-8" VEQ +/-8"

2024,

5 SV7777
OO

3 MAN BOULDER, TYP.. CASCADE GRANITE OR
SALVAGED FROM SITE IF AVAILABLE. FIELD
LOCATE W/ PROJECT ENGINEER. BOULDERS TO
BE FLAT (2 TO 5%) TOPPED (REFER TO PLAN FOR
EXTENTS)

COMPACTED 5/8" MINUS CRUSHED ROCK BASE

,&Vj’f‘ii’ﬁn&“’.‘!ﬂiﬁ".‘lﬁﬂwﬂd

LYY DA oA WY o

TRAIL & SHOULDERS
(REFER TO CIVIL)

PLANTING SOIL, TYP. (REFER TO SPECS)

95% COMPACTED SUBGRADE OR
UNDISTURBED NATIVE SOIL

SCALE:  1/4"=1-0"

@ SECTION @LANDSCAPE BOULDER WALL
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@ OVERALL TRESTLE PERSPECTIVE

SCALE:  NTS

SCALE:  NTS

@ TRESTLE OVERLOOK PERSPECTIVE
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TRESLE OVERLOOK ISO VIEW

|

SCALE:  NTS

KEYNOTES:

(1.) PRECAST CONC. PANEL (SEE SHEET 4.09)

BRIDGE STRUCTURE BELOW (SEE STRUCTURAL)

e FLUSH TIE @ ABUTMENT (SEE CIVIL/STRUCTURAL)

(3) Gun

ctles

® O 0

RDRAIL ASSEMBLY

4"x 5' STEEL BLADE POST W/ .5'@ DRILLED HOLES TO
ACCOMMODATE BRAIDED WIRE. HOLES AND HOLE EDGES
SHALL BE SMOOTH TO PREVENT DAMAGE TO WIRE.

GALV. STEEL ANGLE WELDED TO EA. SIDE OF POST (SEE A
/SHEET 4.11)

5'x 1.885" x 325" STEEL C-CHANNEL TOP RAIL. CNTRD ON
POST

375" BRAIDED SSTL WIRE. WIRES SPACED @ 3.75' O.C. EA.
CABLE TO BE SWAGED WITH SSTL TURNBUCKLES @ EA,
END

CONT. .25'x 3.5' EDGE RAIL

GALV. STEEL ANGLE WELDED TO TERMINAL POST (SEE C /
SHEET 4.11)

(4.) OVERLOOK GUARDRAIL ASSEMBLY

P oo

4"x 5" STEEL BLADE POST W/ .375'@ DRILLED HOLES TO
ACCOMMODATE BRAIDED WIRE. HOLES AND HOLE EDGES
SHALL BE SMOOTH TO PREVENT DAMAGE TO WIRE
CENTER POST IN JOINT.

GALV. STEEL ANGLE WELDED TO EA. SIDE OF POST. (SEE
B/4.11)

.25" BRAIDED SSTL WIRE. WIRES SPACED @ 3.75"' O.C

IPE TOP RAIL W/ .5" RADIUS EDGES ON ALL SIDES. SANDED
AND OILED (SEE SPECS). ATTACH TO STEEL PLATE W/ (4)
WOOD SCREWS @ EA. STEEL PLATE LOCATION. WELD 1.5"
x 1.5"x .25" ANGLES TO PANELS @ EA. END OF TOP RAIL &
CONNECT TO BOT. OF TOP RAIL W/ (1) .25' x 2' GALV. LAG
SCREW @ EA. LOCATION

4'SQ. STEEL PLATE W/ WITH (4) HOLES TO ACCOMMODATE
WOOD SCREWS,

SWAGED SSTL END STOP WITH HEAD. DRILL PANEL
ASSEMBLY TO RECEIVE END STOP

e LEAN RAIL ASSEMBLY

@ Qa

@

© ©

ND

4'x 5' STEEL POST
4" SQ. STEEL PLATE (REFER TO G / SHEET 4.12). END
POSTS SHALL HAVE (1) PLATE, CENTER POST SHALL HAVE
(2); ONE ON EA. SIDE.

1.5'x 9.5"x 8-2" (2X10 NOM.) IPE TOP RAIL W/ 125" RADIUS
EDGES ON ALL SIDES. SANDED AND OILED (SEE SPECS).
ATTACH TO STEEL PLATE W/ (4) WOOD SCREWS @ EA.
STEEL PLATE LOCATION

4"SQ. STEEL PLATE W/ W/ WITH (4) HOLES TO
ACCOMMODATE WOOD SCREWS. SHALL HAVE (1) PLATE,
CENTER POST SHALL HAVE (2); ONE ON EA. SIDE.

125" STEEL COVER W/ MECHANICAL, TAMPER PROOF
ATTACHMENT TO PLATES/POST

25" STEEL PLATE W/ FACE DIMENSIONS & CORNER RADIUS
TO MATCH IPE TOP RAIL. PLATE TO HAVE
LASERWATERJECT CUT GRAPHIC (TBD; DESIGN TO BE
FURNISHED BY CITY IN ELECTRONIC, VECTOR GRAPHIC
FORMAT); SEE 1/6.23 FOR GRAPHIC. ATTACH PLATE TO
TOPRAIL W/TAMPER PROOF SCREWS. QUANTITY AND
PATTERN OF SCREWS TBD. SPACE PLATE .25' AWAY FROM
IPE TOP RAIL W/ .25' RUBBER WASHERS

PLINTH ASSEMBLY (SENTINEL PANEL)

5" STEEL PLATE W/ LASER/WATERJET CUT GRAPHIC (TBD;
DESIGN TO BE FURNISHED BY CITY IN ELECTRONIC,
VECTOR GRAPHIC FORMAT). SEE 1/6.23 FOR GRAPHIC

1" STEEL PLATE (SEE SHEET 4.12 FOR
ATTACHMENT/ANCHORING TO C.IP. CONC.
PAVING/ABUTMENT)

2'x2'x 25" STEEL ANGLE. CONT. WELDED TO PLATE.

Poa o©

(7.) INTERPRETIVE PANEL ASSEMBLY
5" STEEL PLATE W/ LASERWATERJECT CUT GRAPHIC (TBD;

DESIGN TO BE FURNISHED BY CITY IN ELECTRONIC,
VECTOR GRAPHIC FORMAT); SEE 1/6.23 FOR GRAPHIC.
RADIUS CORNERS .5

ATTACHMENT TO PRECAST CONC. PANEL PER
STRUCTURAL. CONFIRM SPACING/LAYOUT W/
STRUCTURAL.

CORNER OF PANEL TO BE FLUSH WITH AND MEET WITH
END/CORNER OF IPE TOP RAIL.

DRILL PANEL ASSEMBLY TO RECEIVE END STOP; REFER TO
KEYNOTE 4.6

LINEAR LED LIGHTING (SEE ALSO ILLUMINATION SHEETS)
WINONA 107W WINLINE SURFACE LINEAR WET (WSL107W)
LED LIGHT OR APPROVED EQUAL. (2) 3-6" SECTION
LENGTHS @ EA. LEAN RAIL LOCATION & (1) 1-6" LENGTH @
EA. END PLINTH LOCATION. 100° ADJUSTABLE MOUNT.
100° LIGHT DISTRIBUTION. LED COLOR TO BE ANSI 2700K
WHITE. 100° DISTRIBUTION. FINISH TO BE ANODIZED
ALUMINUM. MOUNT TO STEEL PLATES & WOOD W/
SPACERS AS NEEDED.

GALV. STEEL CONDUIT. .5 OUTSIDE @. CONC

PENETRATION(S) PER STRUCTURAL. DRILL STEEL PLATE TO
ACCOMODATE CONDUIT. MOUNT TO STEEL PLATES &
WOOD W/ SPACERS AS SHOWN.

PLATES & WOOD W/ SPACERS AS NEEDED
24V AC MULTIPLE OUTLET LED TRANSFORMER. POWER

@3)  GALV. CONDUIT STRAPS. FASTEN W/ GALV. SCREWS
g4y  2'x4'x1.5D GALV. STEEL J-BOX. MOUNT TO STEEL

SUPPLY AND WIRING DIAGRAM PER ELECTRICAL. MOUNT
TO UNDERSIDE OF PRECAST CONCRETE PANEL (SEE
STRUCTURAL)

NOTES:

1

ALL SANDBLASTING AND SAWCUTTING OF PRECAST CONG
PANELS TO BE COMPLETED OFFSITE PRIOR TO INSTALLATION
ALL STEEL TO BE HOT DIP GALV. IN CONTROLLED SHOP
ENVIRONMENT UNLESS NOTED OR APPROVED OTHERWISE (SEE
SPECS)

ALL CABLE AND SWAGING TO BE SSTL

ALL MEMBERS TO BE WELDED TOGETHER UNLESS NOTED
OTHERWISE.

GRIND ALL WELDS SMOOTH.

SLIGHTLY EASE ALL EXPOSED EDGES.

ALL POSTS TO BE SET PLUMB. ALL SSTL CABLE TO BE SET
LEVELHORIZ. W/ NO SLOPE. HOLES TO ACCOMODATE CABLE
SHALL ALIGN ACROSS ASSEMBLIES.

SHOP DRAWINGS:

1

21.

22,

23.

24.

25.

26.
27.

PRIOR TO CONSTRUCTION/FABRICATION, CONTRACTOR SHALL
PROVIDE SHOP DRAWINGS FOR REVIEW, COMMENT AND
APPROVAL BY ENGINEER.

SHOP DRAWINGS SHALL SHOW/INCLUDE:

ALL MEMBERS, CONNECTIONS, MATERIALS
TYPES/FINISHES, JOINTS, ATTACHMENT HARDWARE

ANY SLEEVED CONNECTIONS, JOINTS AND WELDS NOT
INDICATED HEREIN

DIMENSIONS OF ALL ATTACHMENT HARDWARE LOCATIONS
AND DRILLED HOLES

ELECTRICAL EQUIPMENT, PENETRATIONS, FIXTURES,
ATTACHMENTS AND POWER SUPPLY.

ALL CABLE/SWAGING COMPONENTS AND ASSEMBLIES.

IPE TOP RAIL DIMENSIONS, WOOD TYPE AND FINISH
INTERPRETIVE PANEL ASSEMBLY DIMENSIONS & GRAPHICS.
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CONSTRUCTION NOTES

GENERAL SHEET LEGEND

PROPERTY LINE
—— —— —— EXISTING RIGHT-OF-WAY
~ g6~ PROPOSED TOPO LINES, REFER TO CIVIL

————— WETLAND DELINEATION LINE

Pt EXISTING TREES, TO BE SAVED AND

N PROTECTED, REFER TO SITE PREP PLANS
MATERIALS SCHEDULE
SYMBOL ~ MATERIAL/ ELEMENT REFERENCE

CRUSHED ROCK PATH 1]6.09

WILLOW'S ROAD *

- @ CONCRETE PAVING TYPE 2 - FLUSH TIE 3]6.09
— .

L . - /3 "\ CONCRETE PAVING
S 09/ TvPe 2- FLUSH TEE

ALIGN UTILITY BOXES
WITH PAVING JOINT

- CONT. ARC @ SAME " PATTERN, TYP E—
OUSTO CLIE e cumB/cuRB URBAN DESIGN ELEMENTS
RAMP! N

mPAVING
@Jonﬂs
a CONCRETE

. (SEECML) 2T0 3 MAN SIZE (MINIMUM) LANDSCAPE
BOULDERS. RECLAIM FROM SITE PREP IF

AVAILABLE.

CHAINLINK FENCE, BLACK COATING (MATCH
PHASE 1)

SAFETY RAIL: CEDAR POST WITH SS CABLES
(MATCH PHASE 1)

( TRASH RECEPTACLE (REFER TO SPECS)

- _ _ 13-10"
— |

LAYOUT NOTES (URBAN DESIGN)

1. TRAIL LAYOUT AND CONTROLS PER CIVIL DRAWINGS

2. ALL LAYOUT OF 'FLUSH TIES' PER URBAN DESIGN PLANS

3. ALLTIES SHALL MATCH SLOPE AND BE FLUSH WITH TRAIL
WHEN ADJACENT. SLOPE SHALL CONTINUE WHERE TIE
EXTENDS FROM TRAIL.

4. ALLTIES SHOWN ON ANY SHEET SHALL BE PARALLEL UNLESS
NOTED OTHERWISE.

5. CONFIRM SAFETY RAIL OFFSET FROM TRAIL CENTERLINE ALL
ALL LAYOUT AND CONTROL POINTS FOR TRAIL CLEARANCE.

— TRAIL & SHOULDER(S)
(REFERTO 3.01-3.24)

PROPOSED POINT OF
I TOPO TANGENT
| (SEE CVIL)
\ END OF
| CURVE

WILLOWS RD

SAMMAMISH KEY MAP — 9ot 95TH

RIVER

10’ o' 10’ 20"

SCALE: 1'=10-0" SCALE IN FEET
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/3 "\ CONCRETE PAVING

6.09 /TYPE 2 - FLUSH TIE
ALIGN UTILITY BOXES

WILLOW'S ROAD

WITH PAVING JOINT
PATTERN, TYP. RR R/V\/
4 \PAVING
6.09 / JOINTS ~_
2_\CONCRETE A A
6.09 / PAVING , . <
(TYPE 3) 4 S,
= A
DN RO
= : -0
/"2 \ CONGRETE PAVING < F 1 N
6.09 J(TYPE 1) Q . o
CURB/CURB ] = L .
RAMPS - —
(SEE CIVIL) - y“’:/ e e
- - ‘ = S s _n -
e N P
EC o A e N— & ==
- - .
_® T _ _ _
K R B ‘ 4l T ——
/ . IS SR Wi
2y \ TRAIL & SHOULDER(S)

&
IS
2,
S
Q'
<

PROPOSED
TOPO
(SEE CIVIL)

~ ' (REFERTO3.01-3.24) § -

CONSTRUCTION NOTES

GENERAL SHEET LEGEND

PROPERTY LINE

EXISTING RIGHT-OF-WAY

— PROPOSED TOPO LINES, REFER TO CIVIL

URBAN DESIGN ELEMENTS

— 5%
————— WETLAND DELINEATION LINE
W EXISTING TREES, TO BE SAVED AND
‘= PROTECTED, REFER TO SITE PREP PLANS
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GENERAL PLANTING NOTES
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| ’ = / GENERAL PLANTING NOTES

e o I - !
) T | 1. NO TOTALS ON PLAN, FOR REFERENCE ONLY, REFER TO
| \ SHEET 7.09 FOR SCHEDULE.
|
]
WETLAND BUFFER, TYP. WILLOW'S ROAD ‘
— CLEARING LIMIT LINE WETLAND DELINEATION LINE, TYP. | GENERAL SHEET LEGEND
— TRAILSIDE RESTORATION SEED MIX o / —_—- PROPERTY LINE
I EXISTING RIGHT-OF-WAY

CLEARING LIMITS

< WETLAND DELINEATION LINE
E STREAM BUFFER LINE
EXISTING TREES, TO BE SAVED AND
©) PROTECTED, REFER TO SITE PREP PLANS
= PLANT SCHEDULE
N SYMBOL DESCRIPTION REFERENCE
w @ VINE MAPLE 7.09
L @ BIG LEAF MAPLE 7.09
=5 @ LONDON PLANE TREE 7.09
O % DOUGLAS FIR 7.09
< @ CASCARA 7.09
= (
{ \ ORNAMENTAL PLANTING, "\ 4 % WESTERN RED CEDAR 7.09
| \ SEE SCHEDULE
— - 7 L ‘ SN WESTERN HEMLOCK 7.09
RR R/W —X—2__ ( N
’ ( ) T~ PRAIRIE SEED MIX
14955 s@@ ORNAMENTAL PLANTINGS 7.09
‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘ SEE SCHEDULE
EEns TRAILSIDE RESTORATION SEED MIX 7.09
WETLAND ENHANCEMENT SEED MIX 7.09
WETLAND/STREAM BUFFER 7.09
ENHANGEMENT SEED MIX
PRAIRIE SEED MIX 7.09
BLUE GRAMA SEED MIX 7.09
WILLOWS RD

MATCHLINE SEE DWG

SAMMAMISH KEY MAP - oot 95TH
RIVER
14980 CoNT I K , 20 o 20° 40
BUILDING SPECIALTIES \ | - s ) ) HORZ.

SCALE IN FEET

720170-0010 N ) [CALL BEFORE YOu DIG 1—800—424—5555.

DESIGN ENGR. DRAWN CHECKED PROJECT NO.
Cl IUYBUCOWERKSRDE@RMAQN D TB/CM | suwv [ oem 20134726.00
R (:115570 NE aaw SCTREET —tREDAiONDCWA 98073—971(0 - PARTNERSHIP NO. REVISION_COMMENTS ___ | BY | REVIEW |__DATE | LANDSCAPE SHEET OF:
edmon Pehn ra || onnector —— uberger PLANS 93 111
. G S e 11241 ;Nlilliltows2 Ol(i)oad NE geaﬂim wﬁAvegywog 206 325 6877 o mwnjgﬁ:éxggg:mr DRAWING NO.
PrOJeCt No. 20021314 ;z}elﬁgd,(g;};inﬂg;z{mé L el [ TN
CityofRedmond | Federal Aid No. CM—1065(011) ni (42 s January 2016 /.05




WILLOW'S ROAD

o
5

—— WETLAND/STREAM BUFFER ENHANCEMENT SEED MIX
—— WETLAND DELINEATION LINE, TYP.

— WETLAND BUFFER

COM—

CLEARING LIMIT LINE, TYP.

BLUE GRAMA GRASS MIX

— TRAILSIDE RESTORATION SEED MIX

G0/ ©OMA 338 INMHOLYIN

GENERAL PLANTING NOTES

1. NO TOTALS ON PLAN, FOR REFERENCE ONLY, REFER TO
SHEET 7.09 FOR SCHEDULE.

GENERAL SHEET LEGEND

PROPERTY LINE

EXISTING RIGHT-OF-WAY
CLEARING LIMITS

WETLAND DELINEATION LINE
STREAM BUFFER LINE

EXISTING TREES, TO BE SAVED AND

PROTECTED, REFER TO SITE PREP PLANS

O
By PLANT SCHEDULE
=< SYMBOL DESCRIPTION REFERENCE
m H #ﬁ»
= T AT T W e e T P
3 g _ e @ VINE MAPLE 7.00
@ BIG LEAF MAPLE 7.09
@ LONDON PLANE TREE 7.09
% DOUGLAS FIR 7.09
- STREAM BUFFER @ CASCARA 709
T pc 234
C % WESTERN RED CEDAR 7.09
ORNAMENTAL PLANTING, SEE SCHERULE O
WESTERN HEMLOCK 7.09
/ s@@ ORNAMENTAL PLANTINGS 7.09
SEE SCHEDULE
TRAILSIDE RESTORATION SEED MIX 7.09
I
o - o o WILLOW iROAD o o o WETLAND ENHANGEMENT SEED MIX 7.09
WETLAND/STREAM BUFFER 7.09
" [~ BLUE GRAMA GRASS MIX H ENHANCEMENT SEED MIX
Il
3 I CLEARING LIMIT LINE ! PRAIRIE SEED MIX 7.09
Il
|
! — TRAILSIDE RESTORATION MIX i BLUE GRAMA SEED MIX 709
il
1
N
o
N
i
- #%###Ti H 2 ##%###%###%#*#*#¥::# HoH W W B W #’::# #‘#‘#ﬁ#tﬂ» #*#####* s H o H / N : : ¥ : ¥ : ¥ : m
T e e T T et T L
####%###%#%#%# At H TR Z
\/\ e j WILLOWS RD
T \,\jjfﬂ,,”,, - 6
. : . =
* s
o SAMMAMISH KEY MAP — 9ot 95TH
RIVER
14783 ) 20’ 0 20’ 40’
QUAD 95 AT WILLOWS LRz
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)
_ \% GENERAL PLANTING NOTES
— — |
! 1. NO TOTALS ON PLAN, FOR REFERENGE ONLY, REFER TO
' SHEET 7.09 FOR SCHEDULE.
WILLOW'S ROAD [ —— WETLAND BUFFER, TYP.
! I
—— — — — — — — — — WETEAND DELINEAHON-HINEFYP. ——
1
I — WETLAND ENHANCEMENT SEED MIX GENERAL SHEET LEGEND
ORNAMENTAL PLANTING, SEFFSCHEDULE } . . .
(— WETLAND/STREAM BUFFER ENHANCEMENT SEED MIX e
PRAIRIE SEED MIX [ PROPERTY LINE
o [ = — TRAILSIDE RESTORATION SEED MIX
P | ———  ———  EXISTING RIGHT-OF-WAY
o, q \
— — — ! _ RR R/W R —— — .. — —— CLEARING LIMITS
© — — — — — — WETLAND DELINEATION LINE
Q =
N — oM ————Co——— e —— —10 — - — . — STREAMBUFFER LINE
G ' 44*‘-‘%4f§-§§-§§€%;3‘5-3:“- oo@ooooooooooooooooooo —I 0 % EXISTING TREES, TO BE SAVED AND
iiadaainaiiaiandnashahns o OOODOOOOOC,O 000009 CLQO%@OOO e [T PROTECTED, REFER TO SITE PREP PLANS
< FRTRTH TR
a e m PLANT SCHEDULE
11 SYMBOL DESCRIPTION REFERENCE
% w @ VINE MAPLE 7.09
LLEE zZ @ BIG LEAF MAPLE 7.09
| T @ LONDON PLANE TREE 7.09
OF — % DOUGLAS FIR 7.09
g ’ s @ CASCARA 7.09
. % WESTERN RED CEDAR 7.09
O WESTERN HEMLOCK 7.09
‘ | ‘o P " CLEARING LIMIT LINE —— |
‘ 14640
@@ ORNAMENTAL PLANTINGS 7.09
SEE SCHEDULE
TRAILSIDE RESTORATION SEED MIX 7.09
WILLOW'S ROAD
s o s s o o o o o WETLAND ENHANCEMENT SEED MIX 7.09
WETLAND/STREAM BUFFER 7.09
(— WETLAND DELINEATION LINE, TYP. ENHANCEMENT SEED MIX
PRAIRIE SEED MIX 7.09
WETLAND ENHANCEMENT SEED MIX WETLAND BUFFER, TYP,
— TRAILSIDE RESTORATION SEED MIX — DESCHAMPSIA CESPITOSA BLUE GRAMA SEED MIX 7.09
[R/W _ _ _ _ _ _ _ _ _ __ RRR/W _
E —=—— — =
L H N
> o
O m&g@& - S '\
OO0 00000000000
me—,e OQOOOOQDD@@QOTOOOw
< T T T W ‘i o - ;
) — = }*44444:4:4::4:7 e e S S S S S S LU
Lu 64+00 1 QW s 66+00 6-0" 67+00 Lu
+ — t | f 20
= —— e — ) ! 9
L i = WILLOWS RD
®) = 15
) o
— sh I
< B N =\ O
= e A E
| S <
- J m o\
CLEARING LIMIT LINE . m ]
A2 | - o STREAM BUFFER, TYP > SANMAMSH KEY MAP - som 9o
RRR/W - - ~ - - - & . - N
\ /NN -
14640 ‘ \ \ 14570 20’ o 20’ 40'
WILLOWS BUSINESS CENTER
943050-0022 7 \ WILLOWS BUSINESS CENTER HORZ.
= \ 943050 0021 SCALE IN FEET
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WILLOW'S ROAD

R R

— WETLAND BUFFER, TYP.
— TRAILSIDE RESTORATION SEED MIX

WETLAND DELINEATION LINE, TYP.

— ORNAMENTAL PLANTING, SEE SCHEDULE
RR R/W

RR R

MATCHLINE SEE DWG 7.07

MATCHLINE SEE BELOW

GENERAL PLANTING NOTES

1. NO TOTALS ON PLAN, FOR REFERENCE ONLY, REFER TO
SHEET 7.09 FOR SCHEDULE.

GENERAL SHEET LEGEND

PROPERTY LINE

EXISTING RIGHT-OF-WAY
CLEARING LIMITS

WETLAND DELINEATION LINE
STREAM BUFFER LINE

EXISTING TREES, TO BE SAVED AND
PROTECTED, REFER TO SITE PREP PLANS

PLANT SCHEDULE
SYMBOL DESCRIPTION REFERENCE
@ VINE MAPLE 7.09
@ BIG LEAF MAPLE 7.09
@ LONDON PLANE TREE 7.09
% DOUGLAS FIR 7.09
N \ — CASCARA 7.09
RRR/W ’Z - - - Py ] T - - - - - 7J T - - o o @
AN / R . VAGANT  CLEANGLMTUNE \ % WESTERN RED CEDAR 7.09
14570 PUGET SOUND ENERGY 7
WILLOWS BUSINESS CENTER \ 032505-0148 O VESTERN HEMLOCE o
943050-0021 \ \
\ 5 \ s@@ ORNAMENTAL PLANTINGS 7.09
SEE SCHEDULE
_ _ _ _ _ _ _ _ P _ _ _ _ _ _ o EEns TRAILSIDE RESTORATION SEED MIX 7.0
H‘ WETLAND ENHANCEMENT SEED MIX 7.09
i WETLAND/STREAM BUFFER 7.09
] ‘ ENHANGEMENT SEED MIX
WILLOWS ROAD ’ | PRAIRIE SEED MIX 7.0
I
o ) o o o - - BLUE GRAMA SEED MIX 7.09
— WT;L/-\ND BUFFER, TYP. i
1 2 o \/\/FFLAND DELINEATION LINE, TYP.
> - ) =
8 _ o RR
< " COM— —COoM
w7 " e S o [
I(JIJ) i - S
z ] -
W oM - e -
Z -
— O -
= -9 e - WILLOWS RD
T Bs S
O | _ _
O -
< By I - B B
_|
= A
SAMMAMISH KEY MAP - oo 95TH
RIVER
75+51
20’ o 20’ 40’
T - - - - - HORZ.
Fo— o | Fo— o © , { / SCALE IN FEET
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PLANT SCHEDULE

GRASSES, GROUNDCOVERS, & MIXED SHRUB AREAS

BOTANICAL NAME

COMMON NAME

% BY WEIGHT

SEEDING RATE

SOIL CONDITIONS

QY *1 BOTANICAL NAME COMMON NAME SIZE/SPACING (TYP) ~ SOIL CONDITIONS
"7 ACER CIRCINATUM VINE MAPLE MULTI-STEMMED,
5 GAL
28 ACER MACROPHYLLUM BIG LEAF MAPLE 5 HT., MIN
5 PLATANUS X ACERIFOLIA LONDON PLANE TREE 2'CAL.
32 PSEUDOTSUGA MENZIESII DOUGLAS FIR 5 HT. MIN
4 RHAMNUS PURSHIANA CASCARA 5 HT. MIN. D S S S S )
19 THUJA PLICATA WESTERN RED CEDAR 5 HT. MIN
37 TUSGA HETEROPHYLLA WESTERN HEMLOCK 5 HT. MIN
(e=) O 0 O (eXeXKe)
3(3(3(3(3’:3(3’:3(3(3(3(DOOOOOOOO
SHRUBS QY *1 BOTANICAL NAME COMMON NAME SIZE/SPACING (TYP)  SOIL CONDITIONS NN NNC I NN
00000000l
QOO0 00CC
(o] 31 CALAMAGROSTIS ACUTIFLORA KARL FOERESTER' FEATHER REED GRASS 1GAL,30'0.C.
<] 42 DESCHAMPSIA CESPITOSA TUFTED HAIR GRASS 1GAL, 24'0.C.
© 54 ECHINACEA PURPUREA PURPLE CONE FLOWER 1GAL,24'0.C.
209 MISCANTHUS SINENSIS ‘GRAZIELLA GRAZIELLA MAIDEN GRASS 1GAL,36'0.C.
69 MOLINIA CAERULEA PURPLE MOOR GRASS 1GAL, 18'0.C.
° 87 NEPETA X FAASSENII CATMINT 1GAL,24'0.C. RARARKRARRAIN
® 47 PEROVSKIA ATRIPLICIFOLIA RUSSIAN SAGE 1GAL,36'0.C.
e 20 POLYSTICHUM MUNITUM WESTERN SWORD FERN 1GAL,24'0.C.
19 RUDEBEKIA HIRTA BLACK EYED SUSAN 1GAL,24'0.C.
@ 52 RIBES SANGUINUM RED FLOWERING CURRANT 2'CAL., 60'0.C.
o) 186 SESLARIA AUTUMNALIS AUTUMN MOORE GRASS 1GAL,18'0.C. e

NOTE: REFER TO SPEC 802.3(8) SUPPLEMENT FOR TOPSOIL REQUIREMENTS FOR TREE/SHRUB PLANTINGS.

TRAILSIDE RESTORATION MIX - HYDROSEED TYPE 1

(ALL PLANTS TO BE INSTALLED POST CLEARING AND GRUBBING APPROVAL):

LOLIUM PERENNE

FESTUCA RUBRA VAR. RUBRA
FESTUCA RUBRA VAR. COMMUNATA

FESTUCA IDAHOENSIS
KOELERIA MACRANTHA
LUPINUS BICOLOR

PRAIRIE MIX - HYDROSEED TYPE 2

PERENNIAL RYEGRASS
CREEPING RED FESCUE
CHEWINGS FESCUE
IDAHO FESCUE

PRAIRIE JUNEGRASS
BICOLOR LUPINE

(ALL PLANTS TO BE INSTALLED POST CLEARING AND GRUBBING APPROVAL):

ELYMUS GLAUCUS
FESTUCA IDAHOENSIS
FESTUCA OVINA

BROMUS VULGARIS
DESCHAMPSIA CESPITOSA
KOELERIA MACRANTHA
CLARKIA AMOENA
LUPINUS POLYPHYLLUS
AQUILEGIA FORMOSA

BLUE WILDRYE

IDAHO FESCUE
SHEEP FESCUE
COLUMBIA BROME
TUFTED HAIRGRASS
PRAIRIE JUNEGRASS
FAREWELL TO SPRING
MANY LEAVED LUPINE
RED COLUMBINE

WETLAND ENHANCEMENT SEED MIX - HYDROSEED TYPE 3

(ALL PLANTS TO BE INSTALLED POST CLEARING AND GRUBBING APPROVAL):

JUNCUS EFFUSUS

CAREX OBNUPTA

GLYCERIA X OCCIDENTALLIS
ROSA NOOTKANA
SYPHIOCARPUS ALBUS
SPIRAEA DOUGLASII
CORNUS STOLONIFERA
MAHONIA AQUIFOLIUM

COMMON RUSH

SLOUGH SEDGE
NORTHWESTERN MANNAGRASS
NOOKTA ROSE

SNOWBERRY

DOUGLAS SPIREA

RED DOGWOOD

TALL OREGON GRAPE

WETLAND/STREAM BUFFER ENHANCEMENT MIX - HYDROSEED TYPE 4

(ALL PLANTS TO BE INSTALLED POST CLEARING AND GRUBBING APPROVAL):

CAREX OBNUPTA
ROSA NOOTKANA
SYPHIOCARPUS ALBUS
SPIRAEA DOUGLASII
CORNUS STOLONIFERA
MAHONIA AQUIFOLIUM

SLOUGH SEDGE
NOOKTA ROSE
SNOWBERRY
DOUGLAS SPIREA
RED DOGWOOD

TALL OREGON GRAPE

BLUE GRAMA GRASS MIX: (HYDROSEED)

BOUTELOUA GRACILIS

BOUTELOUA GRACILIS 'BLONDE AMBITION'

DESCHAMPSIA CESPITOSA (HYDROSEED)

BLUE GRAMA GRASS
BLONDE AMBITION GRAMA GRASS

TUFTED HAIRGRASS

30%
15%
15%
15%
15%
10%

20%
10%
10%
20%
20%
15%
5%
5%
5%

20%
16%
20%
8%
1%
6%
15%
4%

5%
20%
30%
5%
25%
15%

50%
50%

PER SPEC

PER SPEC

PER SPEC

PER SPEC

PER SPEC

PER SPEC

TOPSOIL TYPE A

TOPSOIL TYPE A

TOPSOIL TYPE B

TOPSOIL TYPE B

TOPSOIL TYPE A

TOPSOIL TYPE A
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MULCH. REFER TO
SPECIFICATION 8-02 FOR
TYPE AND DEPTH.

BACKFILL PLANTING
PIT WITH SPECIFIED
MIX OF NATIVE AND
IMPORTED SOIL,

1:1 SLOPE ON SIDES
OF PLANTING PIT.

UNDISTURBED OR

COMPACTED SUBGRADE.

2X DIAMETER

N SEEDED AREAS, MULCH LIMITED TO PIT PLANTING

AND 6" BEYOND WATER SAUCER

NOTES:

SLOW RELEASE WATERING BAG

REMOVE UNTREATED BURLAP
FROM TOP 1/3 OF ROOTBALL.
REMOVE TREATED BURLAP
OR WIRE BASKETS
COMPLETELY.

FINISH GRADE OF SOIL

FERTILIZER

PROVIDE WATER

SAUCER

SEE PLANT LIST & SPECS FOR
SOIL TYPE

AMENDED BACKFILL @ PIT
PLANTING OR PLANTING
EXCAVATIONS BELOW
AMENDED SOIL PER SPECS.
TAMP SOIL AROUND
ROOTBALL BASE FIRMLY
WITH FOOT PRESSURE SO
THAT ROOT BALL DOES NOT
SHIFT.

1) EACH TREE MUST BE PLANTED SUCH THAT THE TRUNK FLARE IS VISIBLE AT THE TOP OF THE ROOT BALL. TREES WHERE THE

TRUNK FLARE IS NOT VISIBLE WILL BE REJECTED. DO NOT COVER THE TOP OF THE ROOT BALL WITH SOIL.

2) DO NOT HEAVILY PRUNE THE TREE AT PLANTING. PRUNE ONLY UPON APPROVAL OF ENGINEER/LANDSCAPE ARCHITECT.
CROSSOVER LIMBS, CO-DOMINANT LEADERS, AND BROKEN OR DEAD BRANCHES. SOME INTERIOR TWIGS AND LATERAL

BRANCHES MAY BE PRUNED; HOWEVER, DO NOT REMOVE THE TERMINAL BUDS OF BRANCHES THAT EXTEND TO THE EDGE OF

THE CROWN

3. REFER TO SPECIFICATION 8-02 FOR FURTHER INFORMATION ON ALL ELEMENTS NOT FULLY DESCRIBED IN DETAIL ABOVE

TREE PLANTING

1 SCALE:  NTS

INSTALL TOP OF
ROOTBALL AT FINISH
GRADE OF SOIL

BACKFILL PLANTING
PIT WITH SPECIFIED
MIX OF NATIVE AND
IMPORTED SOIL

ROOTBALL
DIAMETER

MULCH. SEE
SPECIFICATIONS
FOR TYPE & DEPTH.

1:1 SLOPE ON SIDES
OF PLANTING HOLE.

UNDISTURBED OR
COMPACTED SUBGRADE.

|

2X DIAMETER
( 1
IN SEEDED AREAS, MULCH LIMITED
TO PIT PLANTINGS AND 6"
BEYOND WATER SAUCER

GROUNDCOVER GRASS & SHRUB PLANTING

REMOVE UNTREATED BURLAP
FROM TOP 1/3 OF ROOTBALL.
REMOVE TREATED BURLAP
OR WIRE BASKETS
COMPLETELY.

FINISH GRADE OF SOIL

FERTILIZER

PROVIDE WATER
SAUCER

SEE PLANT LIST &
SPECS FOR SOIL TYPE

AMENDED BACKFILL @ PIT
PLANTING OR PLANTING
EXCAVATIONS BELOW
AMENDED SOIL PER SPECS,
TAMP SOIL AROUND
ROOTBALL BASE FIRMLY
WITH FOOT PRESSURE SO
THAT ROOT BALL DOES NOT
SHIFT.

4 SCALE:  NTS

(2) 2' @ LODGE POLE
WOODEN STAKES

1" BLACK CHAIN LOCK,
ARBOR TIE, OR APPROVED
ALTERNATE

SLOW RELEASE WATERING BAG

UNDISTURBED OR
COMPACTED SUBGRADE |

NOTES:

1)  STAKE TREES 1-1/2" OR GREATER CALIPER, OR MULTI-STEM TALLER THAN 8.

2) WHERE TREES OCCUR IN LAWN AREAS, PROVIDE A 6' DIAMETER MULCH RING.
3) REFER TO SPECIFICATION 8-02 FOR FURTHER INFORMATION ON ALL ELEMENTS

NOT FULLY DESCRIBED IN DETAIL ABOVE

TREE STAKING

2 SCALE:  NTS

B&B OR BAREROOT TREES

SET ALL PLANTS PLUMB

SLOW RELEASE WATERING BAG
REMOVE BURLAP, WIRE & STRING
FROM TOP 2/3 OF ROOTBALL

MULCH, REFER TO SPECIFICATION 8-02
DEPTH AND TYPE

3"-4'SOIL SAUCER FOR WATERING
DURING ESTABLISHIMENT PERIOD

BACKFILL WITH MIXTURE OF NATIVE
SOIL AND SOIL AMENDMENTS PER
SPECIFICATION 8-02

4 ,\/ p
. 1:1 MAX (RN )
> A -
g N1 TP
. : , AN
ST
NOTES

1. STAKE TREES, ONE STAKE PER TREE ON WINDWARD SIDE; SECOND STAKE ON

B&B OR CONTAINERIZED SHRUB
(TYP)

SET ROOTCROWN AT OR JUST
ABOVE SOIL LEVEL (TYP)
REMOVE BURLAP, WIRE &
STRING FROM TOP 2/3 OF

LEEWARD SIDE (UNLESS OTHERWISE DIRECTED)

2. SLOPES STEEPER THAN 2:1 MAY REQUIRE AN APPROVED EMBANKMENT
STABILIZATION SYSTEM TO CREATE A LEVEL TREE PIT

3. REFER TO SPECIFICATION 8-02 FOR FURTHER INFORMATION ON ALL
ELEMENTS NOT FULLY DESCRIBED IN DETAIL ABOVE

TREE & SHRUB PLANTING ON SLOPE

3 SCALE:  1/2'=1-0"

ROOTBALL
EXISTING GRADE (SEE GRADING
PLAN)

X 1:1 MAX
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XREF_LIST

TTLBLK
$246B190
$246Y220
C246R500
C246R270
C246N037
T246X800
RCC II_BASE_TBH
C246R380

15600
WESTGATE BUSINESS PARK

112505-9054

ASPH

4+00

5+00

STRIPING NOTES

(1) CONSTRUCTION CENTERLINE, SEE DWG 1.03-1.04 FOR DETALS.

(2) REMOVE EXISTING STRIPING.

(3) INSTALL DOUBLE YELLOW CENTER LINE PER COR STD DETAL NO.
312,

@ INSTALL WIDE LINE PER COR STD DETAIL NO. 312.

= —x——] @ INSTALL 4" YELLOW PAINT LINE.

) @ INSTALL CROSSWALK LINE PER COR STD DETAIL NO. 311A.

@ INSTALL CROSSWALK LINE PER COR STD DETAIL NO. 311B.
INSTALL STOP LINE PER COR STD DETAIL NO. 311A.

@ Tﬁ;ALL LANE USE PAVEMENT MARKING PER COR STD DETAIL NO.

INSTALL RAISED CROSSWALK MARKING PER COR STD DETAIL NO.
479.

@ INSTALL 36" HIGH YELLOW FLEXIBLE TRAFFIC DELINEATOR WITH 3
RETRO—RELECTIVE BANDS.

4" CHAMNLINK FNC <
WAY FINDING

RR R/W

@ INSTALL 4" SKIPPED YELLOW CENTER LINE (PAINT).

SIGNING NOTES

@ EXISTING SIGN TO REMAIN.
@ REMOVE EXISTING SIGN.

RELOCATE EXISTING SIGN TO NEW LOCATION AS SHOWN. PROVIDE
NEW POST.

MATCHLINE SEE BELOW

@ INSTALL “TRAIL NARROWS” MODIFIED W5-4 (18"x18").

@ INSTALL "ROAD CROSSING AHEAD” MODIFIED W14—1002
(24"x24").

@ INSTALL BACK-TO—BACK ADVANCE PEDESTRIAN CROSSING
W11-15 (30°x30”) AND DOWNWARD DIAGONAL ARROW

W16-7PL/R (24"x12"). EACH SIGN SHALL BE FLUORESCENT
YELLOW GREEN.

Layout Name: 8.01

K:\project\32200\32246\Dwg\8.01-8.08.dwg

INSTALL "PEDESTRIANS/BICYCLES” W11A-501 (36"x36"), "TRAIL
X—ING" W11-15P (30"x18”), AND "AHEAD” W16-9P (24"x12").

@8) INSTALL “TRAIL END USE WILLOWS ROAD".

@3) INSTALL WAY FINDING SIGN "PSE TRAIL” AND "SAMMAMISH RIVER
TRAIL" (MATCH PHASE 1). COORDINATE FINAL GRAPHIC WITH CITY
OF REDMOND PRIOR TO FABRICATION.

@ RELOCATE EXISTING BUSINESS SIGN TO NEW LOCATION AS

MATCHLINE SEE ABOVE

. SHOWN AND RECONNECT POWER.
RR R/W
S A \ GENERAL NOTES
\ ) O [ 1. sioNs SHALL BE INSTALLED PER COR STD DETAL NOS. 4264
\ |00 THRU 426D.
\ (D | 2 AL SIGNS SHALL BE INSTALLED TO FACE ONCOMING TRAFFIC
= | ; (AS SHOWN) UNLESS NOTED OTHERWISE.
- \ -
= () | 3 SEE MUTCD AND WASHINGTON STATE "SIGN FABRICATION
= | | : MANUAL” FOR CODE REFERENCES AND STANDARD SIGN LAYOUT
= ol ‘ L 3 5 11} DETAILS.
LEM ﬂ | 1[N | LLI | 4 ExXiSTNG STRIPING SHALL BE REMOVED WHERE IT CONFLICTS
\ \ K I wn WITH PROPOSED CHANNELIZATION.
) B 1) T vy o
g ' | ! = Tau L
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XREF_LIST_

STRIPING NOTES

(1) CONSTRUCTION CENTERLINE, SEE DWG 1.03-1.04 FOR DETALS.

(2) REMOVE EXISTING STRIPING.

(3) INSTALL DOUBLE YELLOW CENTER LINE PER COR STD DETAL NO.
312,

Ltscale: 1

Resolved

TTLBLK
$246B190
$246Y220
C246R500
C246R270
C246N037
T246X800
RCC II_BASE_TBH
C246R380

@ INSTALL WIDE LINE PER COR STD DETAIL NO. 312.

@ INSTALL 4" YELLOW PAINT LINE.

@ INSTALL CROSSWALK LINE PER COR STD DETAIL NO. 311A.

@ INSTALL CROSSWALK LINE PER COR STD DETAIL NO. 311B.
INSTALL STOP LINE PER COR STD DETAIL NO. 311A.

@ Tf;ALL LANE USE PAVEMENT MARKING PER COR STD DETAIL NO.

Pl: 14+55.74

INSTALL RAISED CROSSWALK MARKING PER COR STD DETAIL NO.
479.

@ INSTALL 36" HIGH YELLOW FLEXIBLE TRAFFIC DELINEATOR WITH 3
RETRO—RELECTIVE BANDS.

@ INSTALL 4" SKIPPED YELLOW CENTER LINE (PAINT).

SIGNING NOTES

@ EXISTING SIGN TO REMAIN.
@ REMOVE EXISTING SIGN.

MATCHLINE SEE DWG 8.01

RELOCATE EXISTING SIGN TO NEW LOCATION AS SHOWN. PROVIDE
NEW POST.

@ INSTALL “TRAIL NARROWS” MODIFIED W5-4 (18"x18").

8400 @ INSTALL "ROAD CROSSING AHEAD” MODIFIED W14—1002
WESTPARK \"L4 (24"x24").
022505-9027 X WESTPARK @ INSTALL BACK—TO—BACK ADVANCE PEDESTRIAN CROSSING
\ 022505-9189 W11-15 (30°x30") AND DOWNWARD DIAGONAL ARROW
\, W16—7PL/R (24"x12"). EACH SIGN SHALL BE FLUORESCENT

YELLOW GREEN.

INSTALL "PEDESTRIANS/BICYCLES” W11A-501 (36"x36"), "TRAIL
N X—ING" W11-15P (30"x18”), AND "AHEAD” W16-9P (24"x12").

7950 @8) INSTALL “TRAIL END USE WILLOWS ROAD".
CASCADE PLAZA RETIREMENT CENTER @ INSTALL WAY FINDING SIGN “PSE TRAIL” AND "SAMMAMISH RIVER
022505-9157 TRAIL" (MATCH PHASE 1). COORDINATE FINAL GRAPHIC WITH CITY

OF REDMOND PRIOR TO FABRICATION.

@ RELOCATE EXISTING BUSINESS SIGN TO NEW LOCATION AS
SHOWN AND RECONNECT POWER.

GENERAL NOTES

1. SIGNS SHALL BE INSTALLED PER COR STD DETAIL NOS. 426A
THRU 426D.

2. ALL SIGNS SHALL BE INSTALLED TO FACE ONCOMING TRAFFIC
(AS SHOWN) UNLESS NOTED OTHERWISE.

3. SEE MUTCD AND WASHINGTON STATE "SIGN FABRICATION

MANUAL” FOR CODE REFERENCES AND STANDARD SIGN LAYOUT
DETAILS.

1VN

4. EXISTING STRIPING SHALL BE REMOVED WHERE IT CONFLICTS
WITH PROPOSED CHANNELIZATION.

35 INCHD

Layout Name: 8.02

SAMMALIISH \ kKEY MAP SR

RIVER
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XREF_LIST

TTLBLK

$246B190
$246Y220
C246R500
C246R270
C246N037
T246X800

RCC II_BASE_TBH

C246R380

STRIPING NOTES

(1) CONSTRUCTION CENTERLINE, SEE DWG 1.03-1.04 FOR DETALS.
(2) REMOVE EXISTING STRIPING.

@ INSTALL DOUBLE YELLOW CENTER LINE PER COR STD DETAIL NO.
312.

@ INSTALL WIDE LINE PER COR STD DETAIL NO. 312.

@ INSTALL 4" YELLOW PAINT LINE.

@ INSTALL CROSSWALK LINE PER COR STD DETAIL NO. 311A.
@ INSTALL CROSSWALK LINE PER COR STD DETAIL NO. 311B.
INSTALL STOP LINE PER COR STD DETAIL NO. 311A.

@ INSTALL LANE USE PAVEMENT MARKING PER COR STD DETAIL NO.
419.

MATCHLINE SEE DWG 8.02

8345
WESTPARK

022505-9189

INSTALL RAISED CROSSWALK MARKING PER COR STD DETAIL NO.
479.

@ INSTALL 36" HIGH YELLOW FLEXIBLE TRAFFIC DELINEATOR WITH 3
RETRO—RELECTIVE BANDS.

@ INSTALL 4" SKIPPED YELLOW CENTER LINE (PAINT).

SIGNING NOTES

841
WESTPARK

931201-0010

@ EXISTING SIGN TO REMAIN.
@ REMOVE EXISTING SIGN.

RELOCATE EXISTING SIGN TO NEW LOCATION AS SHOWN. PROVIDE
NEW POST.

MATCHLiNE SEE BELOW

@ INSTALL “TRAIL NARROWS” MODIFIED W5-4 (18"x18").

INSTALL "ROAD CROSSING AHEAD” MODIFIED W14—1002
(24"x24").

INSTALL BACK-TO—BACK ADVANCE PEDESTRIAN CROSSING
W11-15 (30°x30”) AND DOWNWARD DIAGONAL ARROW
W16-7PL/R (24"x12"). EACH SIGN SHALL BE FLUORESCENT
YELLOW GREEN.

Layout Name: 8.03

MATCHLINE SEE ABOVE

K:\project\32200\32246\Dwg\8.01-8.08.dwg

INSTALL "PEDESTRIANS/BICYCLES” W11A-501 (36"x36"), "TRAIL
X—ING" W11-15P (30"x18”), AND "AHEAD” W16-9P (24"x12").

@8) INSTALL “TRAIL END USE WILLOWS ROAD".
INSTALL WAY FINDING SIGN “PSE TRAIL" AND "SAMMAMISH RIVER

TRAIL" (MATCH PHASE 1). COORDINATE FINAL GRAPHIC WITH CITY
OF REDMOND PRIOR TO FABRICATION.

@ RELOCATE EXISTING BUSINESS SIGN TO NEW LOCATION AS
SHOWN AND RECONNECT POWER.

GENERAL NOTES

1. SIGNS SHALL BE INSTALLED PER COR STD DETAIL NOS. 426A
THRU 426D.

2. ALL SIGNS SHALL BE INSTALLED TO FACE ONCOMING TRAFFIC

(AS SHOWN) UNLESS NOTED OTHERWISE.

31400
+

3. SEE MUTCD AND WASHINGTON STATE "SIGN FABRICATION

MANUAL” FOR CODE REFERENCES AND STANDARD SIGN LAYOUT

DETAILS.

8" CHAINLINK FNC

~
~

N

MAC

8501
TOWING

022505-9229

4. EXISTING STRIPING SHALL BE REMOVED WHERE IT CONFLICTS
WITH PROPOSED CHANNELIZATION.

MATCHLINE SEE DWG 8.04

RIVER

20" Q’ 20" 40’

SCALE IN_FEET
[CALL BEFORE YOU DIG 1—800—424—5555'

HORZ.

touta

Plotted: Jan 14, 2016 — 9:43am
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January 2016




XREF_LIST

TTLBLK

$246B190
$246Y220
C246R500
C246R270
C246N037
T246X800

RCC II_BASE_TBH

C246R380

PEGrrlcrstessierrltsrierriesriessiesriesrassval AN

RR R/W

WILLOWS ROAD

(o) ()

STRIPING NOTES

(1) CONSTRUCTION CENTERLINE, SEE DWG 1.03-1.04 FOR DETALS.
(2) REMOVE EXISTING STRIPING.

— @ INSTALL DOUBLE YELLOW CENTER LINE PER COR STD DETAIL NO.
312.

@ INSTALL WIDE LINE PER COR STD DETAIL NO. 312.

@ INSTALL 4" YELLOW PAINT LINE.

@ INSTALL CROSSWALK LINE PER COR STD DETAIL NO. 311A.
@ INSTALL CROSSWALK LINE PER COR STD DETAIL NO. 311B.
INSTALL STOP LINE PER COR STD DETAIL NO. 311A.

@ INSTALL LANE USE PAVEMENT MARKING PER COR STD DETAIL NO.
419.

INSTALL RAISED CROSSWALK MARKING PER COR STD DETAIL NO.
479.

MATCHLINE SEE DWG 803

8547
REDMOND TRANS.

022505-9118

8660
FARMER BROS COFFEE

022505-9171

@ INSTALL 36" HIGH YELLOW FLEXIBLE TRAFFIC DELINEATOR WITH 3
RETRO—RELECTIVE BANDS.

@ INSTALL 4" SKIPPED YELLOW CENTER LINE (PAINT).

SIGNING NOTES

@ EXISTING SIGN TO REMAIN.
@ REMOVE EXISTING SIGN.

@ RELOCATE EXISTING SIGN TO NEW LOCATION AS SHOWN. PROVIDE
NEW POST.

MATCHLINE SEE BELOW

@ INSTALL “TRAIL NARROWS” MODIFIED W5-4 (18"x18").

INSTALL "ROAD CROSSING AHEAD” MODIFIED W14—1002
(24"x24").

INSTALL BACK-TO—BACK ADVANCE PEDESTRIAN CROSSING
W11-15 (30°x30”) AND DOWNWARD DIAGONAL ARROW
W16-7PL/R (24"x12"). EACH SIGN SHALL BE FLUORESCENT
YELLOW GREEN.

Layout Name: 8.04
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 WILLOWS ROAD

RR R/W

_SIGN

RR R/W

/ 42400
I — —

MATCHLINE SEE ABOVE

8710
NORTHWEST STONE

022505-9197

[ RRR/W - R —

14955
GEORGE BELL PROPERTIES

720170-0095

INSTALL "PEDESTRIANS/BICYCLES” W11A-501 (36"x36"), "TRAIL
X—ING" W11-15P (30"x18”), AND "AHEAD” W16-9P (24"x12").

@8) INSTALL “TRAIL END USE WILLOWS ROAD".
INSTALL WAY FINDING SIGN “PSE TRAIL" AND "SAMMAMISH RIVER
TRAIL" (MATCH PHASE 1). COORDINATE FINAL GRAPHIC WITH CITY
OF REDMOND PRIOR TO FABRICATION.

@ RELOCATE EXISTING BUSINESS SIGN TO NEW LOCATION AS
SHOWN AND RECONNECT POWER.

GENERAL NOTES

1. SIGNS SHALL BE INSTALLED PER COR STD DETAIL NOS. 426A
THRU 426D.

2. ALL SIGNS SHALL BE INSTALLED TO FACE ONCOMING TRAFFIC
(AS SHOWN) UNLESS NOTED OTHERWISE.

3. SEE MUTCD AND WASHINGTON STATE "SIGN FABRICATION
MANUAL” FOR CODE REFERENCES AND STANDARD SIGN LAYOUT
DETAILS.

4. EXISTING STRIPING SHALL BE REMOVED WHERE IT CONFLICTS
WITH PROPOSED CHANNELIZATION.

MATCHLINE SEE DWG 8.05

SAMMAMISH 95TH

RIVER

20" Q’ 20" 40’

SCALE IN_FEET
[CALL BEFORE YOU DIG 1—800—424—5555'

HORZ.

touta

Plotted: Jan 14, 2016 — 9:43am
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XREF_UST__
1

Lts

Resolved

TTLBLK
$246B190
$246Y220
C246R500
C246R270
C246N037
T246X800

RCC II_BASE_TB|
C246R380

Layout Name: 8.05

touta  K:\project\32200\32246\Dwg\8.01-8.08.dwg

Plotted: Jan 14, 2016 — 9:50am

=

MATCHLINE SEE DWG 8.04

RR R/W

WILLOWS ROAD

43+00 44+00

3
§
&

09,

STRIPING NOTES

(1) CONSTRUCTION CENTERLINE, SEE DWG 1.03-1.04 FOR DETALS.

(2) REMOVE EXISTING STRIPING.

(3) INSTALL DOUBLE YELLOW CENTER LINE PER COR STD DETAL NO.
312,

@ INSTALL WIDE LINE PER COR STD DETAIL NO. 312.

@ INSTALL 4" YELLOW PAINT LINE.

@ INSTALL CROSSWALK LINE PER COR STD DETAIL NO. 311A.
@ INSTALL CROSSWALK LINE PER COR STD DETAIL NO. 311B.

INSTALL STOP LINE PER COR STD DETAIL NO. 311A.

14955

GEORGE BELL PROPERTIES Y

@ INSTALL LANE USE PAVEMENT MARKING PER COR STD DETAIL NO.
419.

INSTALL RAISED CROSSWALK MARKING PER COR STD DETAIL NO.
479.

@ INSTALL 36" HIGH YELLOW FLEXIBLE TRAFFIC DELINEATOR WITH 3
RETRO—RELECTIVE BANDS.

@ INSTALL 4" SKIPPED YELLOW CENTER LINE (PAINT).

SIGNING NOTES

@ EXISTING SIGN TO REMAIN.
@ REMOVE EXISTING SIGN.

@ RELOCATE EXISTING SIGN TO NEW LOCATION AS SHOWN. PROVIDE
NEW POST.

@ INSTALL "TRAIL NARROWS” MODIFIED W5—4 (18"x18").

INSTALL "ROAD CROSSING AHEAD” MODIFIED W14—1002
(24"x24").

INSTALL BACK-TO—BACK ADVANCE PEDESTRIAN CROSSING
W11-15 (30°x30”) AND DOWNWARD DIAGONAL ARROW
W16-7PL/R (24"x12"). EACH SIGN SHALL BE FLUORESCENT
YELLOW GREEN.

RR R/W

WILLOWS ROAD

oo

oo o———o_——o o
[TILTLLELLLLELEL R LLEL T LY |
(o

14980
BUILDING SPECIALTIES

720170-0010

MATCHLINE SEE DWG 8.06

INSTALL "PEDESTRIANS/BICYCLES” W11A-501 (36"x36"), "TRAIL
X—ING" W11-15P (30"x18”), AND "AHEAD” W16-9P (24"x12").

@8) INSTALL “TRAIL END USE WILLOWS ROAD".
INSTALL WAY FINDING SIGN “PSE TRAIL" AND "SAMMAMISH RIVER
TRAIL" (MATCH PHASE 1). COORDINATE FINAL GRAPHIC WITH CITY
OF REDMOND PRIOR TO FABRICATION.

@ RELOCATE EXISTING BUSINESS SIGN TO NEW LOCATION AS
SHOWN AND RECONNECT POWER.

GENERAL NOTES
1. SIGNS SHALL BE INSTALLED PER COR STD DETAIL NOS. 426A
THRU 426D.

2. ALL SIGNS SHALL BE INSTALLED TO FACE ONCOMING TRAFFIC
(AS SHOWN) UNLESS NOTED OTHERWISE.

3. SEE MUTCD AND WASHINGTON STATE "SIGN FABRICATION
MANUAL” FOR CODE REFERENCES AND STANDARD SIGN LAYOUT
DETAILS.

4. EXISTING STRIPING SHALL BE REMOVED WHERE IT CONFLICTS
WITH PROPOSED CHANNELIZATION.

WILLOWS R

20" Q’ 20" 40’
T ™ ™
SCALE IN' FEET

lCALL BEFORE YOU DIG 1—800—424—5555'
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XREF_UST__
1

Lts

Resolved

TTLBLK

$246B190
$246Y220
C246R500
C246R270
C246N037
T246X800

RCC II_BASE_TBH

C246R380

SEE TABLE BELOW
—BUS sToP

MATCHLINE SEE DWG 8.05

ARENA SPORTS

WILLOWS ROAD

mrfoo,o L
6

Layout Name: 8.06

K:\project\32200\32246\Dwg\8.01-8.08.dwg

DOUBLE YELLOW
CENTERL INE

POINT

STATION/OFFSET

51+476.43, 55.15LT

51+76.43, 30.50LT

WILLOWS ROAD

51+82.43, 18.50LT E _____ _RRR/W-

51+88.43, 12.00LT

51+88.50, 6.50RT

51+86.04, 22.92RT

T|lo|lmMmio|lo|®|>

51+76.65, 6.50RT

Y
51479.11, 22.92RT Q@
Y

51+476.43, 6.50LT

o

14783

QUAD 95 AT WILLOWS

943050-0032

G

Y
"
PT: 5748515

MATCHLINE SEE DWG 807

STRIPING NOTES

(1) CONSTRUCTION CENTERLINE, SEE DWG 1.03-1.04 FOR DETALS.

(2) REMOVE EXISTING STRIPING.

(3) INSTALL DOUBLE YELLOW CENTER LINE PER COR STD DETAL NO.
312,

@ INSTALL WIDE LINE PER COR STD DETAIL NO. 312.

@ INSTALL 4" YELLOW PAINT LINE.

@ INSTALL CROSSWALK LINE PER COR STD DETAIL NO. 311A.

@ INSTALL CROSSWALK LINE PER COR STD DETAIL NO. 311B.
INSTALL STOP LINE PER COR STD DETAIL NO. 311A.

@ Tﬁ;ALL LANE USE PAVEMENT MARKING PER COR STD DETAIL NO.

INSTALL RAISED CROSSWALK MARKING PER COR STD DETAIL NO.
479.

@ INSTALL 36" HIGH YELLOW FLEXIBLE TRAFFIC DELINEATOR WITH 3

RETRO—RELECTIVE BANDS.

@ INSTALL 4" SKIPPED YELLOW CENTER LINE (PAINT).

SIGNING NOTES

@ EXISTING SIGN TO REMAIN.
@ REMOVE EXISTING SIGN.
@3) RELOCATE EXISTING SIGN TO NEW LOCATION AS SHOWN. PROVIDE

NEW POST.

@ INSTALL "TRAIL NARROWS” MODIFIED W5—4 (18"x18").

INSTALL "ROAD CROSSING AHEAD” MODIFIED W14—1002
(24"x24").

INSTALL BACK—TO—BACK ADVANCE PEDESTRIAN CROSSING
W11-15 (30°x30") AND DOWNWARD DIAGONAL ARROW
W16—7PL/R (24"x12"). EACH SIGN SHALL BE FLUORESCENT
YELLOW GREEN.

@ INSTALL "PEDESTRIANS/BICYCLES” W11A-501 (36"x36"), "TRAIL

X—ING" W11-15P (30"x18”), AND "AHEAD” W16-9P (24"x12").

@8) INSTALL “TRAIL END USE WILLOWS ROAD".

INSTALL WAY FINDING SIGN "PSE TRAIL” AND "SAMMAMISH RIVER
TRAIL" (MATCH PHASE 1). COORDINATE FINAL GRAPHIC WITH CITY
OF REDMOND PRIOR TO FABRICATION.

@ RELOCATE EXISTING BUSINESS SIGN TO NEW LOCATION AS

SHOWN AND RECONNECT POWER.

GENERAL NOTES

1.

SAMM/;h;IISH 7 UKEY MAP o T

SIGNS SHALL BE INSTALLED PER COR STD DETAIL NOS. 426A
THRU 426D.

ALL SIGNS SHALL BE INSTALLED TO FACE ONCOMING TRAFFIC
(AS SHOWN) UNLESS NOTED OTHERWISE.

SEE MUTCD AND WASHINGTON STATE "SIGN FABRICATION
MANUAL” FOR CODE REFERENCES AND STANDARD SIGN LAYOUT
DETAILS.

EXISTING STRIPING SHALL BE REMOVED WHERE IT CONFLICTS
WITH PROPOSED CHANNELIZATION.

RIVER

20" Q’ 20" 40’
T ™ ™

SCALE IN_FEET
[CALL BEFORE YOU DIG 1—800—424—5555'

touta

Plotted: Jan 14, 2016 — 9:50am
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STRIPING NOTES

—_———— X Lo © © (1) CONSTRUCTION CENTERLINE, SEE DWG 1.03-1.04 FOR DETALS.

(2) REMOVE EXISTING STRIPING.

(3) INSTALL DOUBLE YELLOW CENTER LINE PER COR STD DETAL NO.
312,

XREF_UST__
1

Lts

Resolved

TTLBLK
$246B190
$246Y220
C246R500
C246R270
WILLOWS ROAD
T246X800

RCC II_BASE_TBH
C246R380

@ INSTALL WIDE LINE PER COR STD DETALL NO. 312.
@ INSTALL 4" YELLOW PAINT LINE.

77777777 © () INSTALL CROSSWALK LINE PER COR ST DETAIL NO. 311A.
o = (Z) INSTALL CROSSWALK LINE PER COR STD DETAIL NO. 311B.
o g INSTALL STOP LINE PER COR STD DETAIL NO. 311A.
BUS—
o LI | (3) WNSTALL LANE USE PAVEMENT MARKING PER COR STD DETAL NO.
== _—————————""(""—@»——————"""—>""F+7" " ° - " -~ —"—(— —— v i i i iii 4 {—~——4 4 —— -, b RRRW___\ | o 410
) \ INSTALL RAISED CROSSWALK MARKING PER COR STD DETAIL NO.
LLJ : ‘ H 470.
1T} & €0 | (D INSTALL 36" HiGH YELLOW FLEXIBLE TRAFFIC DELINEATOR WTH 3
7] S - RETRO—RELECTIVE BANDS.
&
; 5 L INSTALL 4" SKIPPED YELLOW CENTER LINE (PANT).
LL S 2 = ©@ (PANT)
Z 5
/
T T 5 | SIGNNG NOTES
O i - - =
= [ ] > @) EXISTING SIGN TO REMAN.
< s @2) REMOVE EXISTING SIGN.
= @3) RELOCATE EXISTING SIGN TO NEW LOCATION AS SHOWN. PROVIDE
NEW POST.
@2 INSTALL “TRAIL NARROWS™ MODIFIED W5—4 (18°x18").
INSTALL “ROAD CROSSING AHEAD" MODIFIED W14-1002
(24"x24").
INSTALL BACK—TO—BACK ADVANCE PEDESTRIAN CROSSING
W11-15 (30"x30") AND DOWNWARD DIAGONAL ARROW
3 WI16=7PL/R (24’x12"). EACH SIGN SHALL BE FLUORESCENT
X YELLOW GREEN.
@J) INSTALL "PEDESTRIANS/BICYCLES” W11A-501 (36°x36"), "TRALL
X—ING" W11-15P (30x18), AND "AHEAD" W16-9P (24"x12").
@8) INSTALL “TRAIL END USE WILLOWS ROAD".
INSTALL WAY FINDING SIGN "PSE TRAIL” AND "SAMMAMISH RIVER
TRALL” (MATCH PHASE 1). COORDINATE FINAL GRAPHIC WITH CITY
OF REDMOND PRIOR TO FABRICATION.
(30) RELOCATE EXISTING BUSINESS SIGN TO NEW LOCATION AS
45 MPH SHOWN AND RECONNECT POWER.
/ —TRAFFIC
P GENERAL NOTES
L o 1. SIGNS SHALL BE INSTALLED PER COR STD DETAIL NOS. 426A
> 00 THRU 426D.
Q O 2. ALL SIGNS SHALL BE INSTALLED TO FACE ONCOMING TRAFFIC
2 = (AS SHOWN) UNLESS NOTED OTHERWISE.
a) 3. SEE MUTCD AND WASHINGTON STATE "SIGN FABRICATION
L MANUAL” FOR CODE REFERENCES AND STANDARD SIGN LAYOUT
i) L DETAILS.
wn Ll 4. EXISTING STRIPING SHALL BE REMOVED WHERE IT CONFLICTS
L n WITH PROPOSED CHANNELIZATION.
z Ll
T =
Z 2
H S <
SAMMAMISH
RIVER

14640
WILLOWS BUSINESS CENTER

943050-0022

usro ™
WILLOWS BUSINESS CENTER A " —
——943()50—0021 SCALE IN FEET

lCALL BEFORE YOU DIG 1—800—424—5555'

20" Q’ 20" 40’
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—_—— STRIPING NOTES
177 WILLOWS HOAD @ CONSTRUCTION CENTERLINE, SEE DWG 1.03-1.04 FOR DETAILS.

Resolved _ _ @ REMOVE EXISTING STRIPING.
TILBLK

2468190 @ INSTALL DOUBLE YELLOW CENTER LINE PER COR STD DETAIL NO.
$246Y220 312.

C246R500 . .
C246R270 © © © @ INSTALL WIDE LINE PER COR STD DETAIL NO. 312.
C246N037

T246X800
RCC II_BASE_TBH|
C246R38B0

Lts

_________________________________________________________ RRRW | @ INSTALL 4" YELLOW PAINT LINE.

— — ] @ INSTALL CROSSWALK LINE PER COR STD DETAIL NO. 311A.
@ INSTALL CROSSWALK LINE PER COR STD DETAIL NO. 311B.
INSTALL STOP LINE PER COR STD DETAIL NO. 311A.

@ INSTALL LANE USE PAVEMENT MARKING PER COR STD DETAIL NO.
419.

INSTALL RAISED CROSSWALK MARKING PER COR STD DETAIL NO.
479.

@ INSTALL 36" HIGH YELLOW FLEXIBLE TRAFFIC DELINEATOR WITH 3
RETRO—RELECTIVE BANDS.

@ INSTALL 4" SKIPPED YELLOW CENTER LINE (PAINT).

SIGNING NOTES

@ EXISTING SIGN TO REMAIN.
@ REMOVE EXISTING SIGN.

@ RELOCATE EXISTING SIGN TO NEW LOCATION AS SHOWN. PROVIDE
NEW POST.

MATCHLINE SEE DWG 8.07
MATCHLINE SEE BELOW

@ INSTALL "TRAIL NARROWS” MODIFIED W5—4 (18"x18").
INSTALL "ROAD CROSSING AHEAD” MODIFIED W14—1002

14570 (24"x24").
WILLOWS BUSINESS CENTER PUGET SOUND ENERGY INSTALL BACK-TO—BACK ADVANCE PEDESTRIAN CROSSING
943050-0021 \ 032505-9148 W11-15 (30°x30”) AND DOWNWARD DIAGONAL ARROW

' W16-7PL/R (24’x12"). EACH SIGN SHALL BE FLUORESCENT
\ \ YELLOW CREEN.

@ INSTALL "PEDESTRIANS/BICYCLES” W11A-501 (36"x36"), "TRAIL
X—ING" W11-15P (30"x18”), AND "AHEAD” W16-9P (24"x12").

‘; WILLOWS ROAD @B) INSTALL "TRAIL END USE WILLOWS ROAD".

INSTALL WAY FINDING SIGN "PSE TRAIL” AND "SAMMAMISH RIVER
TRAIL" (MATCH PHASE 1). COORDINATE FINAL GRAPHIC WITH CITY
OF REDMOND PRIOR TO FABRICATION.

@ RELOCATE EXISTING BUSINESS SIGN TO NEW LOCATION AS
SHOWN AND RECONNECT POWER.

RR R/W GENERAL NOTES

1. SIGNS SHALL BE INSTALLED PER COR STD DETAIL NOS. 426A
THRU 426D.

2. ALL SIGNS SHALL BE INSTALLED TO FACE ONCOMING TRAFFIC
(AS SHOWN) UNLESS NOTED OTHERWISE.

3. SEE MUTCD AND WASHINGTON STATE "SIGN FABRICATION
MANUAL” FOR CODE REFERENCES AND STANDARD SIGN LAYOUT
DETAILS.

4. EXISTING STRIPING SHALL BE REMOVED WHERE IT CONFLICTS
WITH PROPOSED CHANNELIZATION.

EP:_75+50.00
=
W =
=
w
] 0
ik K=l

~
g

MATCHLINE SEE ABOVE

Layout Name: 8.08

SAMMAMISH
RIVER

RR R/W

20" Q’ 20" 40’
T ™ ™
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Loyout Nome: 9.01

C:\Temp\AcPublish_7708\9.01-9.05.dwg

touta

10:260m

Plotted: Jon 14, 2016 —

_ CHANNELIZATION DEVICE
MINIMUM LANE CLOSURE TAPER LENGTH = L (feet) SIGN SPACING = X (1) SPACING (feet) BUFFER DATA
FREEWAYS & EXPRESSWAYS 55/70 MPH 1500' £ MPH TAPER TANGENT
LONGITUDINAL BUFFER SPACE = B
VI\_II;-\I;‘TEH Posted Speed (mph) RURAL HIGHWAYS 60 /65 MPH 800" + 50/70 40 80
(feet) 25 30 35 40 45 50 55 60 65 70 RURAL ROADS 45 /55 MPH 500"+ 35/45 30 60 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 | 70
. 25/30 20 40
10 105 | 150 | 205 | 270 | 450 | s00 | 550 ; ; . RURAL ROADS & URBAN ARTERIALS 35/40 MPH 350'+ LENGTH (feet) 155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 | 730
o T 1os | 205 | 295 | 48 oy po RURAL ROADS & URBAN ARTERIALS 25/30 MPH 200' £ (2)
" 550 - - RESIDENTIAL & BUSINESS DISTRICTS BUFFER VEHICLE ROLL AHEAD DISTANCE = R
12 125 180 245 320 540 600 660 720 780 840 URBAN STREETS 25 MPH OR LESS 100" £ (2)
TRANSPORTABLE ATTENUATOR 50 FEET MIN
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE '
MINIMUM SHOULDER TAPER LENGTH = L/3 (feet MINIMUM HOST VEHICLE WEIGHT 15,000 LBS. THE MAXIMUM
/3 ( ) INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. WEIGHT SHALL BE IN ACCORDANCE WITH THE MANUFACTURERS 100 FEET MAX.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT RECOMMENDATION.
SHOULDER Posted Speed (mph) ROADWAY CONDITIONS.
WIDTH
(feet) 25 30 35 40 45 50 55 60 65 70
g 40 40 60 20 120 | 130 | 150 160 | 170 | 190
10 40 60 9 9 150 | 170 190 | 200 | 220 | 240
USE A MINIMUM 3 DEVICES TAPER FOR SHOULDER LESS THEN 8.
K K
4
—_— s —
2 PCMS
Z /s ® ® ® ® ® & @ ® ® ® — 1 2
— ® ® ® NE AR } ® RIGHT
® E-: < ® 1 MILE
® /7 M WORK AREA LANE
- ® ® AHEAD
2228%[ ) K K o © * é§ o |\ CLOSURE
= Us SEE 20SEC | 2.0SEC
© NOTE 4
N FIELD LOCATE 1 MILE £ IN
X X X L R 100+ ADVANCE OF LANE CLOSURE SIGNING.
NOTES:
1. SEE SPECIAL PROVISIONS FOR WORK HOUR RESTRICTIONS.
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.
3. DEVICES SHALL NOT ENCROACH INTO THE ADJACENT LANE.
4. USE TRANSVERSE DEVICES IN CLOSED LANE EVERY 1000’ (FT) (RECOMMENDED).
5. DEVICE SPACING FOR THE DOWNSTREAM TAPER SHALL BE 20' (FT).
6. ALL SIGNS ARE BLACK ON ORANGE.
LEGEND
TEMPORARY SIGN LOCATION
®

TRAFFIC SAFETY DRUM

SEQUENTIAL ARROW SIGN

TRANSPORTABLE ATTENUATOR

PORTABLE CHANGEABLE MESSAGE SIGN

SINGLE-LANE CLOSURE FOR MULTI-LANE ROADWAYS

NOT TO SCALE
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SIGN SPACING = X (1) MINIMUM SHOULDER TAPER LENGTH = L/3 (feet) CHANE‘E,'&'C%TG'%N%%EV'CE BUFFER DATA
RURAL ROADS & URBAN ARTERIALS 35/40 MPH 350"
RURAL ROADS. URBAN ARTERIALS SHOULDER Posted Speed (mph) MPH TAPER TANGENT LONGITUDINAL BUFFER SPACE =B
RESIDENTIAL & BUSINESS DISTRICTS 25/30 MPH 2000 () WIDTH 35/40 30 60
(feet) 25 30 35 40 45 50 55 60 65 70 25/30 20 40 SPEED (MPH) 25 30 35 40 45 50 55 60 65 70
URBAN STREETS 25 MPH OR LESS 100' (2)
8' 40 40 60 90 - - - - - _
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE INTERSECTIONS LENGTH (feef) 155 200 250 305
AND DRIVEWAYS. 10' 40 60 90 90 - - - - - -
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT ROADWAY BUFFER VEHICLE ROLL AHEAD DISTANCE =R
CONDITIONS. USE A 3 DEVICES TAPER FOR SHOULDERS LESS THEN 8'
TRANSPORTABLE ATTENUATOR 30 FEET MIN
MINIMUM HOST VEHICLE WEIGHT 15,000 LBS. THE MAXIMUM TO -
WEIGHT SHALL BE IN ACCORDANCE WITH THE MANUFACTURERS 100 FEET MAX.
RECOMMENDATION.
PROTECTIVE VEHICLE NO SPECIFIED
MAY BE A WORK VEHICLE STRATEGICALLY LOCATED TO gg&’;ﬁg
SHIELD THE WORK AREA.

= z
s =
S &
s
© < o
Kl ©
K ° WORK AREA &
o
X X | L/3 B 50
T
W21-5
LEGEND
4 TEMPORARY SIGN LOGATION SHOULDER CLOSURE - LOW SPEED orEs:
CHANNELIZING DEVICES 1. DEVICE SPACING FOR THE DOWNSTREAM TAPER SHALL BE 20' (FT).
. (40 MPH OR LESS) 2. ALL SIGNS ARE BLACK ON ORANGE.
PROTECTIVE VEHICLE
NOT TO SCALE [CALL BEFORE YOU DIG 1—800—424—5555'

touta

10:260m

Plotted: Jon 14, 2016 —
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touta
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e

Q

P>
EE

X

LEGEND

FLAGGING STATION

TEMPORARY SIGN LOCATION

CHANNELIZING DEVICES

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE - RECOMMENDED

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

48"

CHANNELIZATION DEVICE
SPACING (feet)
MPH TAPER TANGENT
50/70 40 80
35/45 30 60
25/30 20 40
” 48”
48 %
W20-7A _
W20—7A ,/ w4-2(1) W20~
i x| x
R X | B L X X X
T [O)) 5| 5| X
‘ ©©> % = =X gBo© o S
— — — — — — — — e exsyefelerzrefeler=TefofercTeleTercloolen-Rolns — — — — —= —
— —
O PP LT ESL LG T%%%%%%%%%%%%@Hm ~= =
- - L g0 0000000000 ao ‘ T - - - — — - - - - - —
7 : - N ‘
X X L L/2 X ‘ X — e
' —y L2
x

@ OPTIONAL IF 40 MPH OR LESS

INTERSECTION LANE CLOSURE - FIVE LANE ROADWAY

NOT TO SCALE

BUFFER DATA

LONGITUDINAL BUFFER SPACE =B

SPEED (MPH) 25 30 35 40 45 50 55 60 65 70
LENGTH (feet) 155 200 250 305 360 425 495 570 645 -
BUFFER VEHICLE ROLL AHEAD DISTANCE =R
TRANSPORTABLE ATTENUATOR 30 FEET MIN.

MINIMUM HOST VEHICLE WEIGHT 15,000 LBS. THE MAXIMUM
WEIGHT SHALL BE IN ACCORDANCE WITH THE MANUFACTURERS
RECOMMENDATION.

T
100 FEET MAX.

PROTECTIVE VEHICLE

NO SPECIFIED
MAY BE A WORK VEHICLE STRATEGICALLY LOCATED TO REaOIRSS
SHIELD THE WORK AREA.
MINIMUM TAPER LENGTH = L (feet)
LANE Posted Speed (mph)
WIDTH
(feet) 25 30 35 40 45 50 55 60 65 70
10 105 150 205 270 450 500 550 - - -
11 115 165 225 295 495 550 605 660 - -
12 125 180 245 320 540 600 660 720 - -
SIGN SPACING = X (1)
RURAL HIGHWAYS 60 /65 MPH 800' +
RURAL ROADS 45/ 55 MPH 500' +
RURAL ROADS & URBAN ARTERIALS 35/40 MPH 350'+
RURAL ROADS & URBAN ARTERIALS 25/30 MPH 200"+ (2)
RESIDENTAL & BUSINESS DISTRICTS
URBAN STREETS 25 MPH OR LESS 100" £ (2)
NOTES:

1.  RECOMMEND EXTENDING DEVICE TAPER (L/3) ACROSS SHOULDER.

2. IF ASIGNAL IS PRESENT, IT SHALL BE SET TO "RED FLASH MODE"
OR TURNED OFF DURING FLAGGING OPERATIONS.

3. MAINTAIN A MINIMUM OF ONE ACCESS POINT FOR EACH BUSINESS
WITHIN WORK AREA LIMITS.

4. ALL SIGNS ARE BLACK ON ORANGE.
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NOTES:

NO
PARKING

R8-3
24" x 30"
R/W

INSTALL ON TYPE 2 BARRICADES THROUGHOUT THE WORK AREA
24 HOURS PRIOR TO IMPLEMENTING TRAFFIC CONTROL.
PRIOR NOTIFICATION OF LOCAL LAW ENFORCEMENT REQUIRED.

1. CONTROLS SHOWN ARE FOR PEDESTRIAN TRAFFIC ONLY.

2. A 60" PATH WIDTH SHOULD BE MAINTAINED (48" IS THE MINIMUM).

3. CONTACT AND COORDINATE IMPACTED TRANSIT AGENCIES

PRIOR TO IMPLEMENTING ANY CLOSURES.

4. SEE SHEET TC-52 FOR TEMPORARY PEDESTRIAN RAMP DETAILS.

5. ADA PEDESTRIAN FACILITIES MUST BE MAINTAINED. SEE

STANDARD SPECIFICATION 1-10.2(1)B.

6. TEMPORARY PEDESTRIAN PUSH BUTTONS SHALL BE PLACED ON
THE DIVERTED PATH WHEN EXISTING BUTTONS ARE NOT

ACCESSIBLE TO PEDESTRIANS.

LEGEND
M TEMPORARY SIGN LOCATION
CHANNELIZING DEVICES
PEDESTRIAN CHANNELIZING DEV|

B TEMPORARY PEDESTRIAN RAMP

ICES
FOR SIDEWALKS

30"
DETOUR | 24"
M4-9B
B/O
@
a
”
30
A WY
Iy
U w/ DETOUR |24"
10' MINL - B =
WM -
‘ ‘ ‘ i« P M4-9B
B/O
H
[ . )
WORK AREA E(’
[ W]
BT E WTE W
W
¥
) W WA § X
Z
s
=]
<

SIDEWALK DIVERSION

R9-11

SIDEWALK CLOSED
AHEAD

CROSS HERE

R9-9
24" x 12"
B/W

SIDEWALK
CLOSED

T T T

v/

R9-11
24" x 12"

SIDEWALK GLOSED
AHEAD

CROSS HERE

INTERSECTION PEDESTRIAN TRAFFIC CONTROL

NOT TO SCALE

ORK AREA

y aw 4

v a
Q

SIDEWALK DETOUR

SIDEWALK CLOSED R9-10
C—) 24" x 12"
USE OTHER SIDE B/W
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VIA WILLOWS ROAD
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2 T SV

Ko OB W N o A TN R L LIGHT VEHICLE ACCESS ONLY |
CONNECTOR PHASE 1) CoY. | ' : PR oN EXSTNG TRAL
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PERMITTED FROM 161ST AVE ;
VIA PHASE | CENTRAL CONNECTOR -
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o

e
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