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 Cryogenic Liquids Submittal Checklist 

PROJECT INFO 
Site address: 

Project name/Tenant:  

evelopment Services Center, 15670 NE 85th St, Redmond, WA 98052    425.556.2473      

PERMITTING REQUIREMENTS       

PLANS 

An IFC Fire InstallaƟon Permit is required for installaƟon of cryogenic storage tanks and piping exceeding amounts specified in IFC 
Table 105.6.10.  A SEPARATE FIRE INSTALLATION PERMIT IS REQUIRED FOR EACH CRYOGENIC TANK/SYSTEM.  The following infor‐
maƟon is required at Ɵme of applicaƟon for the Fire InstallaƟon Permit: 

Development Services Center, 15670 NE 85th St, Redmond, WA 98052    425.556.2473      

Completed “Fire InstallaƟon Permit ApplicaƟon” 

Completed “Cryogenic Liquid SubmiƩal Checklist”. Check all checkboxes that are applicable to your project. 

Site Plan  

Product Cut Sheets 

ConstrucƟon Documents 

File Naming Standards: 

Electronic plans and documents shall be named as specified in 
bold type under  “Permiƫng Requirements” .  For example, the 
site plan must be named “Site Plan”. 

Acceptable File Types: 

Plans, calculaƟons, specificaƟons and supporƟng documents 
shall be uploaded as a PDF file. 

The following is a list of informaƟon required on all plan submiƩals for review of a cryogenic liquid tank or system. The plan shall 
be drawn to 1/8” scale minimum.  The applicant is required to submit all of this informaƟon so an accurate and Ɵmely review may 
be done:  

Site plan indicaƟng the locaƟon and size of the proposed tank(s) and piping system 

Type and use of container, equipment or device 

Material to be stored, used or transported 

DescripƟon showing dimensions and materials used in construcƟon 

Design pressure, maximum operaƟng pressure and test pressure of vessels and associated piping 

Type, size, seƫng and locaƟon of pressure relief devices, vents and emergency shutoff locaƟons. 

Details to show proper construcƟon of the foundaƟon supporƟng the tank 

Plan Sheet Standards: 

All plans shall be drawn to scale, as idenƟfied in the checklist, 
and each sheet shall state the scale. 

Document OrientaƟon: 

All plans must be uploaded in “Landscape” format in the hori‐
zontal posiƟon.  All other documents can be in “Portrait” format. 

Electronic Plan Standards 

Associated Permits: 

Property Owner: 
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PLANS (CONTINUED) 

Development Services Center, 15670 NE 85th St, Redmond, WA 98052    425.556.2473      

General Requirements: 

Pressure relief devices on containers shall be arranged so escaping gas will discharge to the open air and not impinge on per‐
sonnel, containers, equipment and adjacent structures or enter enclosed spaces (IFC 3203.2.5). 

Pressure relief device vent piping and drains  in vent  lines on shall be arranged so escaping gas will discharge to the open air 
and not impinge on personnel, containers, equipment and adjacent structures or enter enclosed spaces.  Pressure relief device 
vent lines shall be installed in such a manner to exclude or remove moisture and condensaƟon and prevent malfuncƟon of the 
pressure relief device because of freezing or ice accumulaƟon (IFC 3203.2.5). 

Buildings, rooms, containers and piping systems containing cryogenic  liquids shall be  labeled  in accordance with  IFC 3203.4, 
NFPA 704 and ASME A13.1. 

Cryogenic containers shall be secured against accidental dislodgement and unauthorized access in accordance with IFC 3203.5 

Cryogenic containers and systems in storage or use shall be separated from materials and condiƟons which pose exposure haz‐
ards in accordance with IFC 3204.3.1. StaƟonary containers shall be separated from exposure hazards in  accordance with the 
provisions applicable to the type of fluid contained and the separaƟon distances indicated in IFC Table 3204.3.1.1. 

Shutoff valves shall be provided on all container connecƟons except for pressure relief devices.  Shutoff valves shall be provid‐
ed with access thereto and located as close as pracƟcal to the container (IFC 3205.1.2.3.1). 

Shutoff valves shall be installed in piping containing cryogenic fluids where needed to limit the volume of liquid discharged in 
the event of piping or equipment failure.  Pressure relief valves shall be installed where liquid is capable of being trapped be‐
tween shutoff‐valves in the piping system (IFC 3205.1.2.3.2). 

Piping systems shall be tested and proven free of leaks aŌer installaƟon as required by the standards to which they were de‐
signed and constructed.  Test pressures shall not be less than 150 percent of the maximum allowable working pressure when 
hydraulic tesƟng is conducted or 110 percent when tesƟng is conducted pneumaƟcally. 
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