
Building Code Summary Worksheet 
Commercial, Mixed Use, & Change of Occupancy 

This form is intended to be a worksheet only. All of the applicable information should be included in the full size sheet(s) 
with the drawing set, detailing the information from this worksheet.

Building Code Edition building was constructed under? 

Section 1 - Existing Building Information

Construction Type?

Occupancies (IBC 302.1)

Section 2 - Proposed Building Use and Occupancy

Identify all occupancy classifications in the building 

         Separated Use - IBC 508.4 - Complete Sum of Ratios calculation & list all occupancy separations or  
         Non-Separated Use - IBC 508.3.2 - Use most restrictive At in calculation

Sum of Ratios Calculation  
Actual Area (B) + Actual Area (A)              =    < 1 
Allowable Area (B) + Allowable Area (A) 

 to =

 to
 to
 to

=
=
=

Maximum Allowable Floor Area 
 IBC 506.1      Aa = At + (At x If) + (At x Is)   
 

Sprinkler Increase (IBC 506.3) (Is) 
2 for multi story, 3 for single story 
Not permitted for fire-resistive substitution

Building Area Determination: 
Aa x 2 (two story); Aa x 3 (three story) 
Total Allowable Building Area = 

Frontage increase (IBC 506.2)  
If = [ F/P - 0.25] W/30 
F = Building perimeter that fronts on a 
public way or open space having 20 ft open 
min. width (ft.) 
P= Perimeter of entire building (ft) 
W = Width of public way or open space (ft)

Section 3 - Building Construction

Construction Type(s)

Building Height (IBC Table 503) Allowed: Provided:

Number of stories (IBC Table 503) Allowed: Provided:

Basement
If yes, list sq. ft. and grade 
elevations on CS sheets.

Quick Response Heads Provided  
Throughout 
Quick Response Heads Provided 
Per Occupancy

Is an automatic sprinkler system used in place of 1-hour construction?

Are automatic sprinklers used for height modifications or story increases? IBC 504.2

Area Increase? IBC 506.2
Unlimited Area? IBC 507

Story Increase? IBC 504.2

Height Increase? IBC 504.2

One-Hour Construction? IBC 601(e)

Other

Sprinkler Substitutions

Change of Use - IBC 3408

Yes No

to

to

Hrs
Hrs
Hrs
Hrs

Yes No

NoYes

Yes No

Yes No

NoYes

Yes No

Yes No
Yes No

Yes No

Yes No



Per IBC Table 602 Fire Resistance of Exterior Walls Based on Fire Separation Distance  list walls, rating and opening protection (IBC Table 
705.8)
 Wall Rating Opening Protection

 Wall

 Wall

Fire Sep. Distance

Fire Sep. Distance

Fire Sep. Distance

Fire Sep. Distance Wall

Rating

Rating

Rating

Opening Protection

Opening Protection

Opening Protection

Fire Resistance Rating Requirements per Table 601 

Rating RequiredStructural Frame Rating Provided Assembly #

Bearing Walls - Exterior Rating Required

Rating RequiredBearing Walls - Interior

Nonbearing Walls & Partitions - Exterior

Nonbearing Walls & Partitions - Interior

Floor Construction

Roof Construction

Rating Required

Rating Required

Rating Required

Rating Required

Rating Provided

Rating Provided

Rating Provided

Rating Provided

Rating Provided

Rating Provided

Assembly #

Assembly #

Assembly #

Assembly #

Assembly #

Assembly #

Building Area Limitations - If there are multiple construction types, or if a fire wall divides the building, provide a separate analysis for each 
area. Repeat as necessary. 

Use or Occupancy 1

Use or Occupancy 2

Use or Occupancy 3

Area Limitation  
per Table 503

Frontage Area  
Increase Multiplier Automatic Sprinkler System Area Increase Multiplier

Area Limitation  
per Table 503

Area Limitation  
per Table 503

Frontage Area  
Increase Multiplier

Frontage Area  
Increase Multiplier

Automatic Sprinkler System Area Increase Multiplier

Automatic Sprinkler System Area Increase Multiplier

Total Allowable Floor Area - Equation 5-1/IBC 506.1

Total Allowable Building Area - Per IBC 506.4

Does the building qualify for Unlimited Area per IBC 507?

Section 4 - Occupant Load and Exiting. If there are multiple IBC occupancy types on any floor or in the building, provide a separate 
analysis for each occupancy type. Repeat as necessary. 

Number of Exits Required

Number of Exits ProvidedOccupant Load

Exit Width - Stairs - Required

Exit Width - Stairs - Provided

Exit Width -Other Egress- Required 

Exit Width -Other Egress- Provided

Occupant Load

Number of Exits Required

Number of Exits Provided

Exit Width - Stairs - Required

Exit Width - Stairs - Provided

Exit Width -Other Egress- Required 

Exit Width -Other Egress- Provided

Number of Exits Required

Number of Exits ProvidedOccupant Load

Exit Width - Stairs - Required

Exit Width - Stairs - Provided

Exit Width -Other Egress- Required 

Exit Width -Other Egress- Provided 

Occupant Load

Number of Exits Required

Number of Exits Provided

Exit Width - Stairs - Required

Exit Width - Stairs - Provided

Exit Width -Other Egress- Required 

Exit Width -Other Egress- Provided 

Are Areas of Refuge Required

Floor/Level

Floor/Level

Floor/Level

Floor/Level

Yes No

Yes No



Section 5 - Plumbing Fixture Count

WAC 51-50 - IBC Chapter 29 - Washington State Amendments

Occ. Load 

Family or Assisted Use Toilet and  
Bathing rooms per IBC 1109.2.1 Required Provided

Number of Drinking  
Fountains Required Provided

Occupancy Area served Plumbing Occ. Load Factor

Example: 3,000 sq ft Business Occupancy.                       Per Chapter 29 WAC   3,000sq ft/200sq ft=15 occupant load   

Male Required Male Provided Female RequiredWater Closets2 Female Provided

Lavatories2 Male Required Male Provided Female Required Female Provided

Occupancy Area served Plumbing Occ. Load Factor Occ. Load 

Water Closets2 Male Required Male Provided Female Required Female Provided

Lavatories2 Male Required Male Provided Female Required Female Provided

Occupancy Area served Plumbing Occ. Load Factor Occ. Load 

Water Closets2

Lavatories2 Male Required

Male Required Male Provided

Male Provided

Female Required

Female Required

Occupancy

Lavatories2

Male RequiredWater Closets2

Area served Plumbing Occ. Load Factor Occ. Load 

Male Required

Male Provided

Male Provided

Female Required

Female Required

Female Provided

Female Provided

Female Provided

Female Provided

Total Number of Fixtures Required Provided Accessible

2Equally divide the plumbing occupant load between male and female for determining the number of required plumbing 
fixtures.


Building Code Summary Worksheet
Commercial, Mixed Use, & Change of Occupancy 
This form is intended to be a worksheet only. All of the applicable information should be included in the full size sheet(s) with the drawing set, detailing the information from this worksheet.
Section 1 - Existing Building Information
Section 2 - Proposed Building Use and Occupancy
         Separated Use - IBC 508.4 - Complete Sum of Ratios calculation & list all occupancy separations or 
         Non-Separated Use - IBC 508.3.2 - Use most restrictive At in calculation
 to 
=
 to
 to
 to
=
=
=
Sprinkler Increase (IBC 506.3) (Is)
2 for multi story, 3 for single story
Not permitted for fire-resistive substitution
Frontage increase (IBC 506.2) 
If = [ F/P - 0.25] W/30
F = Building perimeter that fronts on a public way or open space having 20 ft open min. width (ft.)
P= Perimeter of entire building (ft)
W = Width of public way or open space (ft)
Section 3 - Building Construction
Basement
If yes, list sq. ft. and grade elevations on CS sheets.
Quick Response Heads Provided 
Throughout         
Quick Response Heads Provided
Per Occupancy
Is an automatic sprinkler system used in place of 1-hour construction?
Are automatic sprinklers used for height modifications or story increases? IBC 504.2
Area Increase? IBC 506.2
Unlimited Area? IBC 507
Story Increase? IBC 504.2
Height Increase? IBC 504.2
One-Hour Construction? IBC 601(e)
Sprinkler Substitutions
Change of Use - IBC 3408
to
to
Hrs
Hrs
Hrs
Hrs
Per IBC Table 602 Fire Resistance of Exterior Walls Based on Fire Separation Distance  list walls, rating and opening protection (IBC Table 705.8)
Fire Resistance Rating Requirements per Table 601 
Structural Frame
Bearing Walls - Exterior
Bearing Walls - Interior
Nonbearing Walls & Partitions - Exterior
Nonbearing Walls & Partitions - Interior
Floor Construction
Roof Construction
Building Area Limitations - If there are multiple construction types, or if a fire wall divides the building, provide a separate analysis for each area. Repeat as necessary. 
Does the building qualify for Unlimited Area per IBC 507?
Section 4 - Occupant Load and Exiting. If there are multiple IBC occupancy types on any floor or in the building, provide a separate analysis for each occupancy type. Repeat as necessary. 
Are Areas of Refuge Required
Section 5 - Plumbing Fixture Count
WAC 51-50 - IBC Chapter 29 - Washington State Amendments
Family or Assisted Use Toilet and 
Bathing rooms per IBC 1109.2.1
Number of Drinking 
Fountains
Example: 3,000 sq ft Business Occupancy.                       Per Chapter 29 WAC   3,000sq ft/200sq ft=15 occupant load   
Water Closets2
Lavatories2
Water Closets2
Lavatories2
Water Closets2
Lavatories2
Lavatories2
Water Closets2
Total Number of Fixtures
2Equally divide the plumbing occupant load between male and female for determining the number of required plumbing fixtures.
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